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PREFACE.

With each delivery of a new type or size of airplane the manufacturer furnishes (1) the
data and (2) the computations by which to judge the performance and safety of the machine.

Under ““data” may be classed the geometrical dimensions of the entire eraft and its
parts; the physical properties of its materials, both raw and as treated for final use, and a
description of the method of treatment of these materials; the measured strengths of the
whole structure and of its elements; the weight schedule, giving the mass and pesition of the
structural parts and of the carried loads; the aerodynamic properties of the sustaining and
control surfaces, the body, the undercarriage, and the craft as a whole; the records of inspee-
tion and fullscale test, etec. To this must be added much special information about the
engine, the propeller, the navigating instruments, ete.

Under “computations” may be furnished information as to the stresses and performance
of (1) the motor; (2) the screw; (3) the craft as a whole. .

The present work, intended as a handbook, covers primarily the theory of airplane stress
analysis, but ignores, as foreign to its scope, the forces within the engine and propeller. It
presents analytical methods and formulas with little if any argument, assuming the reader
can supply the proofs or will not require them. All the formulas are illustrated by problems
given immediately in the text and solved in Chapter LV.

Acknowledgment is here made to the Journal of the Franklin Institute for a part of the
diagrams and subject matter which the writer previously had published in that periodical;
to the Curtiss Aeroplane & Motor Corporation for practical data used in the problems; and
to Mr. L. H. Crook, Mr. N. C. Luther, and Mr. R. H. Smith for assistance in revising the text
.and reading the proofs. The serodynamic data have been taken partly from reports of the
bureau of Construction and Repair partly from those of other laboratories. A portion of the
wing-stress equation, taken from this work, will appear in the bureaw’s forthcoming book
entitled ¢ Aircraft Design Data.” ’

A. F. ZAHM.

JANUARY, 1918.
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REPORT NO. 82.

PART 1.

GENERAL CONSIDERATIONS. '
By A. F. Zanum,

INTRODUCTION.

This report was prepared at the Aerodynamical Laboratory, Navy Yard, Washington,
D. C., by direction of Rear Admiral D. W. Taylor, Chief Constructor, U. S. Navy, and Mem-
ber of the National Advisory Committee for Aeronautics, for publication in the committee’s

Fifth Annual Report.
1. TERMINOLOGY.

The mechanical terms in this text bear the same meaning as in standard works on applied
mechanics; the aeronautical terms, where practicable, follow the nomenclature published in
1917 by the United States National Advisory Committee for Aeronautics (Report No. 25).
Some words not so published are used of necessity, and when of uncertain mesning are defined
upon their first appearance in the text. For example, “air force” for the resultant of air pres-
sure and friction. As an abbreviation for ‘‘angle of incidence,” the term ‘“‘incidence” is some-
times used in this text, as is commonly done in aerodynamic works.

2. UNITS AND DIMENSIONS,

For the most part in this text ordinary British units are employed. The unit of mass is
gometimes the pound; sometimes the slug, or ¢ pounds, 4 being the acceleration of gravity.

The standard of air density is taken as 0.07635 pound, or 0.00238 slug, per cubic foot, or
that of dry air at 760 m. m. and 15.6° C. Hence the familiar full impulse p¥?, per unit cross
section of a jet, is 0.00238 V? ’pound per square foot when V is feet per second, or 0.0051 V2 when
Vis miles an hour. And the air force on a normal surface of .4 square feet is P 0.00238 CAV*
pounds at Vfeet persecond, C' being a dimensionless multiplier, called the “‘shape coefficient,”
or “absolute coefficient”’—a constant independent of the system of units.

8. NORMAL AND ABNORMAL LOADS.

Structurally an airplane is under normal lead in two notable cases: (1) On earth when
resting naturally on a level surface; (2) in air when in steady straightaway flight at any inci-
dence.* In these cases the external applied forces, whether due to air, earth, or motor, are
constant and in algebraic sum equal to the weight of the craft. Some may be positive, others
negative.

In all other conditions the loading is abnormal and may be either constant or not; either
uniformly increased or not; either positive or negative. For example, an airplane in steady
fiight around a level mrcular course bears a constent load determined by the speed and curvature.
For this case the actual load in terms of the normal is tabulated in figure 5. For the large
path curves there shown the increase of loading is substantially uniform throughout the
structure. Again the craft may be diving steeply at steady speed and incidence. Then its
loading, both lift and drift, is constant; the first smaller than normal, the second larger. When
the machine is standing on earth some of the loads are reversed from their direction in air;
when flying inverted all “lift”’ loads are reversed.

t In general, the same formula applies toaninclined flat surface whose face area is 4, so long as its incidence and orientstion remaln constant.
#The loading due to the general air stream isillustrated in figs. 1, 2, 8, 4 for a typical monoplane surface,
4
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4. SUDDEN LOADS

Inconstant abnormal loads may arise from sudden changes of air speed or incidence, as
in diving, or riding gusts; from motor jerking; from impact against earth or water, etc.; and
their change may be uniform throughout the structure or localized; uniform or irregular in
growth and decay. But frequently,it suffices to assume that all parts of the structure sustain
the same acceleration and hence the same change of load. If this acceleration be j at any part
of the airplane, the masses in that part induce stresses j/¢ times those due to their weight alone,
assuming 7 and ¢ in the same direction.

When practicable in engineering tests, an accelerometer should be carried in the active
machine to record the component accelerations in the air and on the earth. To find 7 through-
out the craft, it is well to use several accelerometers distributed throughout the structure.

Sometimes the acceleration is estimated from observed or assumed data. For example,
suppose that a craft, regarded as a single rigid mass in pure translation, lands with vertical
velocity component v, whose ‘“head’ is h=1?/2¢, and comes to rest with uniform cushioning, of
yield d.! Then the ratio of its average vertical acceleration to gravity is?

ilg=1+h/d. @)
It is twice this amount if, as rarely happens, the cushion resistance be directly proportional
to the cushion deflection d.

Equation (1) is true not only of the machine as & whole, but of every part of it, however
elastic the structure. If the craft approach land in pure translation, A is the same for all
elements, but d varies throughout the structure, being least in the chassis parts and greatest
in the parts remote from the impact points. A like treatment applies to longitudinal and
lateral accelerations.

The assumed maximum 'acceleration to be provided f01 in the design of an airplane is
usually specified by the purchaser.

Ezample 1.3—If an accelerometer fixed to an airplane records a maximum vertical accelera~
tion of 48 feet per second, what is the ratio of the abnormal to the normal loading ?

Ezample 2.—An surplane in landing has a vertical velocity comporent of 10 feet -per
second and a uniform cushion y1e1d of 6 inches. Find the ratio of the abnormal to the normal
stresses in the landing gear, assuming the machine to be a rigid structure.

5. SIMPLE STRESSES.

The direct simple stresses here treated are the common tensile, compressive, and shearing

stresses. For each the intensity or unit stress is uniform over the cross section and is given by

8=P/4, ' @)

P being the load sustained by the structural cross section A. For each case the load and stress

have the same direction. For torsion in a round shaft the intensity of direct shearing stress

at different points of a cross section varies directly with the radius to those points and in the

outermost fiber is

8= MelJ @)

where M is the torsional moment, ¢ the distance from the center of gravity to the outermost
fiber, J the polar moment of inertia of the section. :

6. INDIRECT SIMPLE STRESSES.

Indirect simple stresses perpendicular to the applied loads occur in transverse and in
torsional loading. In both cases the longitudinal and the transverse shearing stresses at

any point are equal.

1 The cushion force may be partly airlift, partly springlift. The air lift diminishesslightly with »; the spring liff increases with d, though
seldom directly as the deflection, depending on the nature of the cushioning mechanism. In general, the longer the yleld,d, the less the shock, or
mean vertical acceleration.

2 To prove (1) equate the work of cushioning to the work of total fall:

thus  Mjd= My(h+d),
whence jig=1-+-h/d,
in which 2 isthe mass of the machine, § the average cushioning retardation,
8 The solutions to all the examples cited in the text are given in Part IV,
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In transverse loading the tension or compression is greatest in the outermost fibers of
the beam and is _
S= Me/I, ' 4)

where Af is the bending moment, 7 the moment of inertia of the cross section.

In a beam so loaded the longitudinal shearing stress varies over any cross section, heing
zero at the remotest flber and increasing toward the neutral axis of that seetion. At any
reference axis Y in the section, parallel to the neutral axis, the horizontal shear is

S=ac VI {5)

where ¢ is the sectional area outward from Y, ¢ the distance of the centroid of @ from the
neutral surface, V the total shear over the entire beam section, and ¢ the thickness of the
beam at Y. In most, but not all, practical cases the horizontal shear is & maximum at the
neutral surface. Its value there is, for a round beam, 4/3 the mean vertical shear T/4; for a
rectangular one 3 V/2 A4, :

Ezample 3.—Find the longitudinal shearing stress in a 4-inch square beam given the total
vertical shear as 1,400 pounds; first with the diagonal vertical, then with it inclined 45°.

7. RESULTANT UNIT STRESS.

When several causes simultaneously produce like stresses at any point in a structure,
these may be algebraically added.

(a) Endwise stresses due to simultaneous endwise and transverse loads.—Several endwise
stresses may occur at a point simultaneously. Thus in the lower rear spar of an airplane
the lift produces tension, the drag compression; the bending moment produces tension and
compression. The algebraic sum of all these is the effective stress. If P be the aggregate
endwise stress, the above operation is expressed by the following equation,

S=P/A+ MZ, (6)

in which 3 is the bending moment due to the running load only, 2, the section modulus. The

obvious physical meaning of this equation is that the first term represents the unit direet stress,

the second term the unit bending stress, which may be taken either as tensile or compressive.
A more accurate formula for the total endwise unit stress here considered is

S=PlA+ M|Z+K'Pd/Z, (7)

in which 4 is the deflection due to 2f only (computed as in figs. 13, 14, 15, 16), and k is a
correction factor to be applied to d, because the latter is slightly increased by P.

- Ifin (6) and (7) P/A is a tensile stress, the succeeding terms can be reduced to ‘‘equiva-
lent tensile stress’’ by multiplying them by Su/S;, or the ratio of the bending to the tensile
strength of the material. This is sometimes done when 8, differs materially from S, Simi-
larly, when P/A is a compressive stress. The equation (6) then assumes the form

S=8+rM/Z (8)

where § is the equivalent tensile stress and  is the ratio of the tensile to the bending strength
of the material. - The equivalent compressive stress is similarly found.

Formulas (6), (7}, may be used for wing spars and for non-tapering flat struts bearing a
considerable side wind pressure. But if the strut be tapering, S can not be found by formula
(7) here presented, since & is unknown. However, for normal fying conditions the deflection
is ignored, since there is no appreciable side wind against the strut.

Erample 4.—Find the resultant unit stress in a 2-inch square simple beam, due to an
endwise load of 900 pounds, & maximum bending moment of 1,100 inch-pounds, and a maxi-
mum deflection of 0.05 inch at the place of maximum moment.

1 By a wellknown approximate fopmula k=sec = F7ET,
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(0) Endwise stresses due to simple endwise loads accompanied by bending.—For a uniform
column or strut bearing an endwise load, but no transverse one, the unit actual stress in the
outermost fiber is usually found by Rankine’s formula

. S=|1+a{l/r))P/A, 9
in which P is the actual end load producing stresses lower than the elastic limit, I is the length
of the strut, r its least radius of gyration at the center section, and « is a numerical constant
depending on the material, strut form, and manner of constraining the ends.! Values of @

for various materials, forms, and end conditions are given in books on applied mechanics.
If the endwise load is distant p from the column axis the unit stress is

S=[1+al/r)?+ep/r*] P/A _ 10)

where ¢ is the distance of the remotest fiber, and r is the radius of gyration.
Example 5.—Find the unit stress in a pin-ended column 1 inch square and 30 inches long
under an axial load of 200 pounds; also the unit stress when taking the eccentricity of the load

as 2 inches. ;

(¢) Combined shearing and normal stress.—If at any point of a section, § is the normal unit
stress, and S, the transverse or the equal longitudinal shearing unit stress, then at that point the
maximum resultant shearing stress Sp, and maximum normal stress S, are, respectively

Sp= /8 + (S2)? , : | (11)
Sn=S/2:‘:Sp : ' (12)
Example 6.—A beam is subject to a compressive unit stress of 200 pounds per square inch
and at the same time to a longitudinal shearing stress of 250 pounds per square inch. Com-
pute the maximum resultant stresses.
8. REPETITIVE AND EQUIVALENT STRESS.

When a variable load stresses a member frequently through a fraction m of its elastic
limit, the equivalent steady stress may be taken as

8" =81 +m)» (13)

where S is the allowable constant stress, and = is unity for very numerous stress fluctuations,

zero for very few.?
Ezample 7.—If a member whose allowable constant stress is 20,000 is stressed frequently

to 15,000 and has an elastic limit of 60,000, what is the equivalent stress?
9. MAXIMUM STEADY LOAD AND STRESS.
For a member subject to uniform simple stress the greatest possible load it will sustain is
P=8A4 (14)

S being the strength of the material, and 4 the sectional area of the member. Examples in
airplane construction are: For tension, the stays; for compression, the short struts; for shear,
the clevis pins. In all such cases the maximum load and maximum unit stress occur together.
For a structural element not subject to uniform simple stress the greatest possible load may
exceed that causing the greatest stress. A long strut, for example, may bear.a greater endwise
load and sustain less fiber stress before much bending occurs than when bowed excessively.
For a pin-ended wooden strut having a slenderness ratio I/r, above 120, the maximum load
is computed by Euler’s formula '
Prox=m*EIP ' (15)
where [ is the length between pins, I the least moment of inertia of the middle section.
For pin-ended struts with a lower slenderness ratio Johnson'’s formula

Pz =ACQ — CF/40EE?) (16)

1 8ee Rankine’s Applied Mechanics, section 828, The use of formula (9) foi‘ computing Pmaz is not recommended, formules (15), (16) giving

better results.
3 See Upton, Materials of Construction, section 215.



8 ANNTUAL REPORT NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS.

is used, where A is the middle section area, C the crushing strength of the material, & the least
radius of gyration of the middle section. If the strut has very securely fixed ends, the above
two values of Puax may be quadrupled.

The cr1pp1mcr load on any strut or column is sometimes given as a function of.the slendel ness
ratio I/r, in tables or diagrams derived from laboratory tests of full scale test pieces.

Example 8.—Find the maximum load for & pin-ended spruce column of length 60 inches,
cross section 3 square inches, and moment of inertia 0.3 inch *.

10. FACTORS OF SAFETY.

Given the resultant fiber stressintensity, this may be divided into an assumed limiting stress
to find the strength-stress ratio, commonly called the “factor of safety.”” The limiting stress is
determined from standard test pieces of the material and of the structural forms in question.
For each material and form employed in the industrial arts the assumed limiting stress is com-
monly fixed by agreement between the constructor and the purchaser. For stays, turnbuckles,
fastenings, etc., and sometimes for struts—also for entire truss members, wings, fuselages, ete.—
the factor of safety is taken as the ratio of the greatest possibie load to the greatest actual load
of the member, the former load being found experimentally, the latter either by calculation or
by instrumental test under working conditions either real or simulated.

Ezample 9.—Find the factors of safety in example 6 for a maximum shearing stress of
1,000 pounds per square inch, and & maximum compressive stress of 4,000 pounds per square
nch; also the factor of safety in example 8 for an applied load of 250 pounds.
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PART 1L

AIRPLANE WING STRESSES.
By A. F. Zanu.

11. SCOPE OF TREATMENT.

* The study of wing stresses may cover in succession the fabric, the ribs, the ailerons, the
spars as beam members, the lift and drag trussing. From the resultant stresses so found
are computed the factors of safety for steady normal flight, taking account of the known
strength of the individual members or of their dimensions and materials.

12. WING FABRIC LOADING AND STRESS.

The tensile stress in the fabric at any point of a wing surface may be computed from the
given curvature and air-pressure distribution at that point. Typical external pressure dis-
tributions on a monoplane surface are shown in figures 1, 2, 3, and 4. The. internal pressure
is sensibly conmstant and unknown, but with impervious fabric may be made equal to the
external surface pressure at any point by perforating the canvas there.

At _any part of the surface, as in figure 6, let p be the resultant point pressure of the air
in pounds per square foot, @ the distance in inches between ribs, and ¢ the depth in inches of
the bulge in the canvas midway between the ribs; then the fabric tension ?, in pounds per
linear inch, neglecting the effect of the fore and aft curvature, can be shown to be approximately

t=0.00087 ;pcﬁ/c. . 1D
Values of ¢ for various air pressures and bulging of the fabric are given in figure 6.
13. RIB LOADING AND STRESS.

The usual airplane rib may be considered as a beam supported at two points (at the spars)
and sustaining the air force on all the fabric lying nearer to itself than to the neighboring ribs.
In figure 7 is shown the distribution of the air force normel to the rib surface and also the
distribution of the components of this air force normal to the chord. The running load on the rib
is not sufficiently uniform to make applicable the ordinary formulas for uniformly loaded beams.

By considering the average loading upon each element of length as a concentrated load
we may compute the shear and moment for a number of points and plot them as in figure 8.
This process, however, is laborious.

For approximate treatment we may divide the rib into three parts, the segment between.
the spars, the front segment, and the rear segment, and consider the total running load on
each segment as a concentrated load. The magnitude and position of each such load may be
found by well-known methods. From these concentrated loads the shear and moment dia-
grams can be readily drawn, as shown in full line in figure 9, where the dotted lines are super-
posed from figure 8. The maximum vertical shearmg forces are practically the same in both
cases, while the maximum negative bending moment in the case of such approximation is about
twice that of the true moment and should be halved for the working approximation.

Tf the concentrated load on the front and rear segments, as shown in figure 9, be denoted for
each by B and located at & distance [ from the spar, the unit bending stress next to the spat is

S=Rl/Z, (18)
Z being the section modulus of the cross section of the unsevered part of the nb segment

where it meets the spar. _
144416 —20—2 ' 9
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Again, if B, the concentrated load on the portion of the rib amid spars, is distant ¢ and b
from the front and rear spars, respectively, the unit bending stress at R is

8=Rab/(a+b)Z, (19}

Z being the section nodulus there. Dividing § in (19) by 2 gives a fair approximation to the
true bending stress for the distributed load.
The rib shearing stress may be found by the shearing stress formulas presented in Part I.
Example 1.—A rib loaded as in figure 39 has the dimensions there specified; find the
unit stresses for bending, maximum shearing, and average vertical shearing just outside the
spars and just inside the spars; also the unit bending stress at & between the spars.

14. AILERON LOADING AND STRESSES.

The loads on the aileron are the control-wire pull and the air force. The normal pull may
be taken as the greatest the pilot would care to exert regularly in flight and is measured with
a spring balance when the pilot seated in a stationary machine vigorously plies the control.
The aileron moment equals the control-wire pull times its distance from the aileron hinge
axis; also equals the aileron air force times its distance from the hinge. If this latter dis-
tance be assumed of some reasonable magnitude and be divided into said moment, it gives
the amount of the air force. Sometimes also the air force is estimated from the size, incidence,
and forward speed of the aileron, taken with suitable aerodynamic data and with allowance
for the propeller slip stream, if any. In practice, the aileron force may be assumed to be at
the center of the surface and equal to P4, where P is the resultant pressure per unit area of
the aileron surface A. The value of P is usually specified by the purchaser.

Having thus found either the control-wire pull or the moment of the air force on the
aileron, the stresses may be readily computed from the frame diagram by the usual methods
of statics. If the moment of the air force tends to twist the aileron’s hinge rod, the unit
stress in the latter is computed by the formula

8= MZ (20)

where M and Z are, respectively, the given moment and the torsion section modulus. In this
case the aileron ribs are simple cantilevers jutting out from the hinge rod, and are stressed like
the trailing edge of & wing plane, and are treated by the foregoing rib analysis.

Sometimes the control wire pulls on an aileron lever from whose outer end several stays
run to the rear edge of the aileron surface, as shown in figure 38. Each principal aileron rib
then sustains 2 compressive component force due to the applied stay, a transverse running air
force, and the transverse component forces of its outer and its inner end attachments. If only
the transverse forces be considered, the aileron rib stress may be calculated by the formula for
the mid segment of a wing rib, as already treated. The endwise force causes, at any cross sec-
tion of the aileron rib, a compressive unit stress roughly equal to that force divided by the
section area.

The leading and trailing edges of the aileron are treated as continuous beams supported and
loaded as in figure 13.

Ezamgple 2.—An aileron bearing a uniform pressure of 20 pounds per square foot has the
dimensions and structural form shown in figure 38. Find the moment about the hinge and the
stress in the control wire. Find also the vertical reactions at the stay wire upon the trailing
edge beam. :

15. RUNNING LOAD ON WING PLANES ! AND SPARS.

The air loading and weight of a wing plane is in general not uniform along the whole length
of the plane, but may be taken as uniform for each small unit of the length. The actual distri-
bution of the air loading throughout the length, in & uniform wind,? is illustrated in figure 4. TFor

1 In this text the term “wing'’ denotes & main supporting member on the right or left of the airplane. Thus, a biplane wing comprises two wing
planes, the “top plane” and the “hottom plane,” joined by “interplane’ trussing. Similarly for a triplane, a quadruplene, a multiplane.

% In ease & propeller slip stream washes the plane the wind is still less uniform over the plane. To be very accurate, this case would require
special treatment.
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practical computation this distribution may be taken as constant along each panel ! or each spar
length of the wing plane, and is so taken in the present treatment.

The manner of referring the running air load and running weight of the plane to the spars,
. and thete resolving them in the plane of the lift trussing and drag trussing, is shown in figure 10.
Let L} D, W be the running lift, drag, and weight of the plane and al, bl the distances, respec- -
tively, of their points of application from the rear spar, e and b being numerical fractionsand I the
distance between spars. Then at the front spar the parallel components of L, D are aL, «D;
and the parallel component of Wis bW, which, taken from aL, gives the net running lift across
wind at the spar in question. Compounding graphically this net lift, aL-b W, with the drag aD,
gives the resultant spar running load R. This resultant is now resolved graphically into the
components wy, w, in the lift and drag truss planes; also into w, w* in the spar web plane and
normal thereto.

In a similar manner the resultant running loads and their component running loads in the
lift and drag truss planes may be found for the remaining spars. Frequently in practice the
running load on the lower spar of a biplane is found from that of the upper by dividing by some
simple ratio, say 1.2, as indicated by asrodynamic experiments.

Ezample 3.—A biplane wing has the form and loadings shown in figure 41; find the resultant
loadings on the spars and their components in the planes of the lift and drag trussing for angles
of incidence of 2° and 12°.

16. SPAR BENDING MOMENTS, SHEARS, PIN REACTIONS, DEFLECTIONS.

From the running load w, on a spar, figure 10, and from the position of the strut pins, or
constraints, the bending moments, shearing forces, pin reactions, and deflections may be com-
puted by the familiar formulas for loaded beams. In general, these four quantitaties can be
computed by direct use of Clapeyron’s original three-moment theorem, figure 11, but for usual
cases are more conveniently found by the formulas derived therefrom and presented in figures
18, 14, 15, 16. '

(@) Bending moments and bending stresses.—The bending moment diagram is usually a chain
of parabolic curves, whose maxima are tabulated, for usual cases, in figures 13, 14, 15, 16. From
these maxima and the tabulated joint moments the complete diagram is plotted, as in figure 17.

In some unusual cases the axes of the spar, strut, and stay do not pass through a common
point. The increment of moment caused by such eccentricity of the stay attachment is treated
analytically in figure 12 and applied graphically in figure 18.

The maximum bending moment in the strut plane, multiplied by wjw,, gives that for the
plane of the spar web, figure 10, from which may be computed the unit bending stresses in
the spar. The unit stress is given by the equation

S=M_Z, @1)

M being the moment and Z the section modulus of the cross section of the spar.

(b) Shearing forces and shearing stresses.—The shear diagram is drawn by plotting as
ordinates the values of the transverse shearing force on each side of the pins, then joining the
ordinates by straight lines, as shown in figure 17. Each line, as is well known, cuts the spar
axis at a point of zero shear and of maximum moment.

The values of these shearing forces multiplied by w/w, give the shearing forces in the
plane of the spar web, from which may be derived the corresponding shearing stresses by the
shear formulas of Part I.

(¢) Pin reactions.—From the two ‘‘vertical’’ shears at any spar joint the pin reaction
is most readily found by simple subtraction as in ﬁgures 14, 15, 16. If the points of zero
shear—that is, of maximum moment—are known, the pin reacuon at any joint is taken as the
distance between the neighboring maxima times the mean loading.

(@) Deflection.—To find the exact place and amount of the maximum spar panel bending,
the deflection curve may be plotted from the elastic equation given in figures 14, 15, 16.

t The panel of a spar or wing plane is its portion between consecutive lift struts.
2 The determination of L and D is explained in the acrodynamic treatment of airplanes.
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Otherwise, since the point of maximum deflection in any span is near that of maximum bhend-
ing moment, the latter point may be taken as the place of maximum deflection. Then the
approximate maximum deflection d is, by the formula of figures 14, 15, 186,

d(=y) = —2[12 MU —20) + 4 V(I +2,8) +w (B —25) Y24 EI, N

where z, is the tabulated abscissa of the point of maximum moment. As shown for an extreme
practical case in figure 19, the difference between this approximate deflection and the true
deflection is less than 2 per cent.

Ezample 4.—Find the shears, moments, and reactions for the upper and lower front spars
of the biplane trussing shown in figure 40 due to the uniform running loads found in example
3; also the reactions of the spars in the planes of the lift and drag trussing and the shears and
moments on each spar in the plane of the spar web.

Example §—Find and plot the resultant moments due to the uniform loading and the
eccentric stay wire attachments shown in figure 18.

tzample 6.—Compute the deflections in the plane of the spar web for all panels of the biplane
trussing of figure 40, using the results of example 4.

17. CONCENTRATED LIFT AND DRAG ON WING TRUSSING.

The total lift component on any strut pin in the plane of the lift struts is equal and oppuosite
to the pin reactions given by the formulas of figures 14, 15, 16 for a running load in the plane
of the lift trussing. Multiplying this lift component by w,/w;, figure 10, and adding half the air
resistance of the adjoining strut and stay wires, gives the drag component on the strut pin in
the plane of the drag struts. The pin lifts and drags so found are taken as the applied loads
on the lift trussing and drag trussing and are used to find the endwise stresses in their struts,
stays, and spars. Convenient formulas for the concentrated drag loads are given in figure 20,

An alternative method for finding the force on the strut pin is to multiply the mean
running load on the spar by the distance between the points of zero shear in the adjoining spar
panels. Equivalent formulas for this operation are given in figure 21.

In applying this alternative method, if the points of zero shear have not previously been
found they may be taken as at the centers of each panel except the inner or root panel. For
the root or inner panel the point of zero shear is three-eighths the panel length from the body
hinge of the ‘‘engine section.” This is an approximate method sometimes used for brevity. Tts
accuracy may be judged by reference to the typical moment diagram of figure 19.

To the above concentrated lifts must be geometrically added the weights of the struts and
stays and in some cases the weight of the motor, the force of the aileron, the thrust of the
propeller, ete.

When external stays are applied to the wing, such as lead wires or under struts, these may
either be assumed severed or be taken as an integral part of the trussing. They are commonly
assumed to be severed, so that the wing may be shown adequately strong without them and
not liable to disaster in case of their accidental rupture. Then in turn the external stays are
assumed to bear the whole lift or drag while the internal ones are severed.

if any sloping external stay, figure 24, of length », whose three projections on the reference
planes of the machine are z, ¥, 2, sustain a tension R, whose components are XX, Y, Z, then

Rir=Xje=Y[y=Z[z 23)

Thus if any internal drag wire should fail, causing a forward pull X in the lead wire, the
stress in this latter would be R=rX/z, entailing a compression in the spar ¥ =yX/z.

In case of cabane stays, figure 24, the ¥ may be zero and R=+X/r. Similarly, the stress
in a fore-and-aft diagonal wing stay, supporting a drag X on the top plane, is R =7X/z.

Example 7—Find the concentrated loads on the lift trussing of example 4, given the
weight of the front struts, stays, cabanes, etec.

Ezample 8.—Given the resistance of the front struts and stays and the running load, find
the concentrated loads on the drag trussing of example 4, by the zero shear method.
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Ezample 9.—Given the resistance of the struts and stays at high and low speeds, find the
concentrated loads on the drag trussings for both speeds, using values of the pin reactions
found in example 4.

Extimple 10.—An aileron bearing a uniform pressure of 20 pounds per square foot has the
dimensions and structural form shown in figure 38. Find the stresses in the stay wires.

18. ENDWISE STRESSES IN MEMBERS OF NONMULTIPLANE WING TRUSSING.

(@) Due to lift and drag.—From the given concentrated loads and frame diagram of the
wing, the aggregate endwise stresses, and thence the unit stresses, are found by Well known
analytic and graphic methods.

Convenient analytmal methods of finding the aggregate stresses, i. e., in struts, stays, and
spars, are presented in figures 22 and 23. The usual graphic method is 111ustrated in figures
26 and 27.

If the stress in but a single strut or stay of a biplane be desired, it can be obtained directly
by an appropriate formula as a simple summation, or a product following a summation. In
such truss analysis the following generalizations may be useful:

1. Any strut exerts a thrust equal to the sum of all the loads preceding it. Thus in figure
22 R is preceded by the loads @, G/, H, H', I, and therefore exerts at I a thrust equal to their
sum.

2. Any stay exerts a tension equal to the sum of the loads preceding it times its own
length divided by the truss gap.! Thus for the stay @ the tension is (H+H'+I+1") g/h.
Otherwise the verlical component of any stay tension equals the difference between the strut
thrust and the concentrated load on the strut joint; also the horizontal tension component
equals the difference of the spar thrusts on either side of the joint.

3. Any top spar panel exerts a thrust equal to the sum of the moments of the preceding
loads about its inner end divided by the gap. Any lower spar panel exerts a tension equal
to the sum of the moments of the preceding loads about its outer end divided by the gap.
The tension in & lower spar panel equals the compressmn in the one obliquely above and out
from it.

(b) Endwise stresses in struts, stays, end spars due to wing torsion.—The aileron lift PA
exerts a torsional moment M=PAl about the wing axis distant 7 from PA4. The ensuing
endwise stresses in the wing struts, stays, and spars can be calculated by the formulas for a
twisted pyramidal truss given in figures 33 and 34.

Ezample 11.—Find the endwise stresses in the struts, stays, and spars of the front lift
trussing, figure 40, for low speed and the rear lift trussing for high speed.

Example 12.—Find the stresses in the drag trussings, figure 40, due to the concentrated
loads of example 9.

Example 13.—Find the stresses and factors of safety in the spars, struts, and stays in
figure 40 for low and high speeds, respectlvely

Example 14. —Fmd the stresses in the principal members of the wing trussing of figure
40 due to a uniform air pressure of 20 pounds per square foot on the aileron surface of figure 38.

19. ENDWISE STRESSES IN MEMBERS OF MULTIPLANE WING TRUSSING.

Figure 25 gives a general process for finding the stresses in a multiplane wing truss, and
applies it to a triplane. Before employing this method the total lift on the strut exerted
by all the planes is found by summing their individual lifts, as in article 17 on concentrated
loads.

20. STRESSES IN REDUNDANT TRUSS MEMBERS. _

The last article illustrates the case of a truss having redundant members, whose stresses
are indeterminate by rigid statics, but determinate by elastic statics. To generalize this case,
suppose a multiplane wing truss having initial stresses in both its load wires and its landing

1 “Truss gap’’ here means the distance between spar centers in either the liff or the drag plane,
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wires. Here a lift L applied to a strut causes increase of tension in the load wires, decrease
in the others. The increments of tension in both load and landing wires can be resolved ver-
tically, summed and equated to the increment in L which causes them. The obvious expression
for this is, by figure 25,
_ AL=APm/p+AP'm'[p’ + AQn/q+ AQ' /¢’

in which the primes refer to the landing wires which cross the load wires diagonally. In many
practical instances of wing and body construction the unprimed and primed quantities are
respectively equal. The formula then becomes: .

AL=2 (APm/p+AQn/q)

Ezample 156.—Given the data for figure 25, as below, solve for the tensions in the stay
wires; L =145 pounds; m =60 inches; n=>50 inches; p=09.8 inches; ¢=94.2 inches; A=
.012 square inch; B=.012 square inch; and E=30,000,000.

21. GROUPING OF WING ANALYSIS DATA AND COMPUTED VALUES.

Figure 28! shows synoptically for a typical wing, (1) the general aerodynamic data for
its individual planes, (2) the load distribution on the surfaces and trussing at both high and
low speeds, and the stress analysis for these conditions, (3) the tabulated dimensions of the
truss members, their principal stresses and factors of safety. Such detail calculations as do
not appear in the diagram are given in the solutions of the individual problems of this chapter.

I This type of diagram, prepared by the writer, was published in part by the Franklin Institute Journal in Dacember, 1814; entire in Aviation
and Aeronautical Engineering in 1917, R
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PART IIL

AIRPLANE BODY STRESSES.
" By A. F. Zamx.

21. SCOPE OF TREATMENT.

The study of airplane body stresses may cover in succession: The tail unit; the tail skid;
the chassis or landing carriage; the fuselage; each case compromising the applied loads, the
induced reactions, the strength of the structural elements, and finally the factors of safety; the
fuselage being treated last because stressed by all the other members thereto attached.

22. THE TAIL UNIT.

The tail unit comprises (@) the vertical tail surfaces; (b) the horizontal tail surfaces. The
combined air forces on the tail surfaces—that is, the lateral force on the vertical surfaces and the
vertical force on the horizontal surfaces—are taken as applied loads on the fuselage stern when
in flight.

(@) The vertical tatl surfaces.—The rudder may be hinged to the rear edge of a fixed vertical
fin attached to the stern of the fuselage or other rearward projecting framework. The loads on
the rudder are the air force and the tiller null. In unbalanced rudders the normal tiller pull is
usually taken as the greatest force a pilot would care to exert in regular flying, and is determined
by measuring with a spring balance the force exerted by a pilot when seated in the stationary
machine and plying the control vigorously. In common practice the force is assumed, as for the.
aileron in section 14, to be at the center of the surface and equal to PA, where P js the pressure
per unit area of the rudder surface A.

The fixed vertical fin sustains both its own air force and the hinge forces exerted by the
vertical rudder. The first may be taken as PA applied at the center of the fin area; the second
may be computed by use of figure 13.

(®) The horizontal tail surfaces.—The horizontal rudder, or elevator, is usually hinged to the
rear edge of a fixed tail plane, or stabilizer. The elevator stresses are found as for the cases
already considered of the aileron and the vertical rudder. The stabilizer is treated very like
a monoplane wing except that it sustains considerable force on its rear edge, due to the hinge
pressures, and is aerodynamically influenced by the presence of the horizontal rudder, and com-

monly also by the propeller slip stream.

Ezample 1.—An eleévator bearing a uniform pressure of 20 pounds per square foot has the
dimensions and structural form shown in figure 37. Find the moment about the hinge and the
stresses in the stays and the control wires; also the hinge reactions.

Ezample 2.—Find the vertical components of the pin reactions of the front and rear beams
of the stabilizer or horizontal fin, figure 37, due to a uniformly distributed pressure of 20 pounds
per square foot and the hinge reactions of example 1..

Ezample 3.—A rudder and vertical stabilizer bearing a uniform pressure of 20 pounds per
square foot has the dimensions and structural form shown in figure 37; find the transverse loads
on the upper and lower trussing of the fuselage and the transmitted couple about the normal
axis of the various sections.

The tail skid.—When the craft is landing or resting on the earth the tail skid force is taken
as a stern load on the fuselage.

The normal static or dead load on the tail skid is its ground pressure when resting on a level
surface, or, in the case of certain waterplanes, it is the static lift on the rear float. The normal
lift of the tail skid is L= Wa/l, figure 29, if W be the total weight of the craft, and ¢, I, the dis-
tances respectively of T and L from the tread, or forward support of the machine.

15
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The live load on the tail skid may be resolved into rectangular components which are found
as in figure 31, when the craft’s dimensions and accelerations, there assumed, are known.
Otherwise the maximum tail skid foree to be provided against may be specified by the purchaser.
From the force so found or specified the stresses in the tail skid, tail float or superstructure may
be approximately calculated by elementary statics, ignoring the accelerations within the
structure.

Ezample 4.—Compute the normal lift on the tail skid from the data given in figure 29.

Erxample §—Given I'=60,544 pound-feet?, j,=16 feet/sec.?, j,=8 feelfsec.?, a=0.1 rad.
/sec.?, in figure 31 and the dimensions of a machine, find the resultant live load on the tail skid.

23. UNDERCARRIAGE LOADS AND STRESSES.

The normal static or dead load at the bottoni of the undercarriage equals in magnitude the
total weight there supported when the eraft is resting level. The supporting pressures are per-
fectly definite in some casés, as when the craft rests on two wheels and a skid, or on four cush-
ioned wheels, ete. .

The stresses in the under carriage may be computed first for the normal static load, ther
for a similar magnified load by multiplying by an assumed ratio, such as j/¢ in section 4.

When the airplane pitches, skids, or slews about, other considerations, which may be of
great importance, enter the stress analysis. The case of an airplane skidding or abrupily
canting is treated at the end of this article.

For a common airplane, figure 29, if [, @ be, respectively, the distances aft the axle of the
tail-skid toe and the weight W of the whole craft less wheels, then the upward pressure on
the skid toe is Wa/l, and this taken from the weight gives twice the pressure 7 on each of the axles.

Resolving R parallel to the side-view projections of the struts, figure 29, gives, respec-
tively, the force P sustained jointly by the front strut and stay and @ borne hy the rear ones.
These forces in turn resolved as shown give the stresses in the individual uprights of the under-
carriage. The first resolution obviously gives

P =R sin afsin v
@ =R sin B/sin v, (24)

where a, 8, v are, respectively, the angles opposite P, @, B in the force triangle. Similar equa-
tions in turn give the components of P, @ in the uprights.

The stresses in the undertrussing of a typical seaplane at rest are treated in figure 30.
The lift B resolved parallel to the front view projections of the struts and stays, as shown,
give its components P, @ in the planes, respectively, of the stays and of the struts. Now
resolving P in the true plane of the stays, ¢ in that of the struts, as shown, gives the stresses in
the uprights.

As shown in figure 29, the strut pairs bear down each with the force R on the axle, here
assumed to be a straight and single tube. This axle normally finds support at the centers of
the wheels and sustains on its segment outward from the struts bending and shearing stresses
computable by the simplest cantilever formulas as used for wing ribs. Between the strut
bearings the axle sustains a constant bending moment equal to the maximum in the cantilever
portion. On this latter portion the maximum vertical shearing stress equals the wheel lift
R; the maximum moment is R if 7 be the distance from the lift R to the down pressure of the
strut pair. From the shear and moment the factors of safety are found as usual.

The live load on the bottom of the undercarriage is treated in quite the same manner as
that on the tail skid by the equations of figure 31.

When an airplane skids on the ground or rests with one wheel low, the ground reaction
on one wheel can be resolved into two rectangular components, one parallel the other per-
pendicular to the axis. The parallel component F, say, exerts on the axle a bending moment,
M= FR, where R is the radius of the wheel. If W be the weight, o the angle of cant, F=1/2
W sin «. The ensuing moment, M =1/2 WP sin a, may be quite formidable.

Ezample 6.—From the data of figure 29 compute the normal load at the wheels of the
undercarriage; also the stresses in the undercarriage struts and stays and their factors of safety.
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Ezample 7~Find the stresses in the undercarridge trussing of the seaplane in figure 30
- due to a lift of 600 pounds applied at a point one-third the distance from the front to the rear
strut attachments. '

Erample 8 —An airplane weighing 3,000 pounds, with wheels 2 feet in diameter and 6 feet
apart, rests with one wheel 10 inches lower than the other. Find the added bending moment
on the axle, assuming each wheel to bear half the entire weight.

24. FUSELAGE LOADS AND STRESSES.

The fuselage may sustain gravitational, aerodynamic, and impact or acceleration loads.
- The ensuing stresses at each point of the structure are separately computed, then combined to de-
termine the resultant stress there. A twofold analysis is usually made, (@) for flying conditions,
() for landing or static conditions. In both cases the analysis may be made either for the
fuselage as a unit or separately for the rear segment, the front segment, and the center segment.

(@) Fuselage loads and stresses for flying conditions.—If the loads exert mo forque on the
fuselage, then for a typical rear segment, figure 32 presents the analytical treatment, figure
42 the graphical. In practical computation the weights of the struts, stays, and longeron panels
are regarded as all concentrated on the upper pins, rather than as part on the upper, part on the
lower pins. The air force on the side of the segment is comparatively negligible; that on the
stern, due to the tail unit, is given in paragraph 2 of this part.

The gravitational stresses in the front segment are found similarly to those treated in (a);
the power stresses, due to propeller thrust and torque, engine vibration, ete., may be esti-
mated separately, then combined with the former. The aerodynamic forces on the bow are
usually negligible. -

The stresses in the cenier segment of the fuselage, due to the gravitational and aerodynamic
loadings, may be found separately, then combined with those due to the action of the attached
members; i. 6., wings, undercarriage, and front and rear fuselage segments.

When the applied loads exert o torgue on the fuselage, endwise stresses ensuing from the -
latter are computed by the formulas of figures 83 and 34 for twisted trusses. For example,
if the rudder force P4 is distant 7 from any axis of the fuselage, it may be replaced by a force
PA and a couple PAI, both applied at said axis, the force generating one set of stresses, the
ccouple another, and each set separately computable by one or the other of the above formulas.

@) I’uselage loads and stresses for landing or static conditions.—For static conditions the
loads inside the fuselage are the same as those for flight. The external applied loads are the
wing We1ghts, the reactions of the tail skid and undercarriage. The stresses are found as
shown in figures 32 and 42.

For kinetic conditions the applied loads on each part are computed as explained in ﬁgure
81. The stresses are then found as explained in the preceding paragraph. _ -

Example 9.—Find the stresses in the struts, stays, and longerons of the rear segment of
the fuselage due to a uniform pressure of 20 pounds per square foot upon the horizontal tail-
pieces; also those due to gravitational loads alone.

Ezample 10.—Find the stresses in the struts, stays, and longerons of the vertical trussing
of the front segment of the fuselage shown in figure 85, due to gravitational loads.

Example 11.—From the data in the problems above find the stresses and factors of safety
for the principal members of the fuselage for a stea.dy, circular ﬂlght around a level curve of
200 feet radius at 80 miles per hour.

L’wample 12.—Find the stresses in the rear secrment of the fuselage due to the torsional
loads in example 3.

25. GROUPING OF BODY ANALYSIS DATA AND COMPUTED VALUES.

Figures 35 and 36 show synoptically for a typical airplane body the graphical analysis
and the numerical results for both flying and static conditions. Such detail calculations as
do not appear in this diagram are given in the solutions of the individual problems of this part
of the text. '

144416—20—38
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PART IV.

PROBLEMS IN AIRPLANE STRESS ANALYSIS.
By L. H. Croox.

PROBLEMS IN PART I

Stresses in Materials.

Ezample 1.'—If an accelerometer fixed to an airplane records a maximum vertical accelera-
tion of 48 feet per second per second, what is the ratio of the abnormal to the normal loading ?
Given g =32 feet per second per second, §=48 feet per second per second.

Then by section 4
r=1{/g=48/32=1.5 (ratio). Ans.

Ezample 2—An airplane in landing has a vertical velocity of 10 feet per second and a
uniform cushion yield of 6 inches. Find the ratio of the abnormal to the normal stresses in
the landing gear, assuming the machine to be a rigid structure.

Given V=10 feet per second.
Then by section 4

Velocity “head”” h=2v*2¢g
= (10)%/2(32) = 1.56 feet.
r=14+h/d
=1+1.56/0.5=4.12 (ratio). Ans.

Ezample 3—Find the longitudinal shearing stress in a 4-inch square beam, given the total
vertical shear as 1,400 pounds, first with diagonal vertical, then with it inclined 45°.

By equation 1

. I. DIAGONAL VERTICAL.
Shear at neutral axis.

Given a@=8sq. ins.; V=1,4001bs.; 7=21.33 ins.*
¢=0.942 ins.
By formula, 5
S=ac ViIt
=8(0.942)1400/21.33(5.656)
=87.5 lbs. per sq. in. ‘Ans.
Shear at 1/4 h.2
Given a@=4.5sq.ins.; V=1,4001bs.; I=21.33 ins.*
¢=1.414 ins, t=4.242 ins,
S=ac V/It
=4.5(1.414)1400/21.33(4.242)
=08.3 lbs. per sq. in, Ans.®
Shear at 1/2 h.

Given @=2 sq. ins.; V=1,400 lbs.; 7=21.33 ins.*
¢=1.885 ins. t=2.828 ins.
S=ac VIt
=2 (1.885)1400/21.33(2.828)
=87.5 lbs. per sq. ins.

1 Unless otherwise stated, all quantities are expressed in foot, pound, second, gravitationgsl units.
2 Distance from neutral axis to cutermost fiber.
$Note that maximum shear is not at neutral axis.

e
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Shear at 3/4 .
a=0.50sq.ins.; V=1,4001bs.; I=21.38 ins.*
¢=2.357 ins. =1.414 ins.
S=ac V/It
=0.50(2.357)(1400)/21.33(1.414)
=54.7 lbs. per sq. in. Ans.

Shear at outermost fiber.
Since a=o0,t=o0, then §=0. Ans.

C II. DIAGONAL INCLINED 45°.
Shear at neutral axis.

Given a=8 sq. ins.; V'=1,400 lbs.; I=21.33 ins.¢
¢=1 in. - t=41ins.
S=ac V/I1.
=8 (1,400)/21.33(4)
=131.2 lbs. per sq. in. Anms.

Shear at 1/4 A. .
Given ¢=6sq. in.; V=1,400 Ibs.; I=21.33 ins.t
¢=1.25 ins. t=4 ins.
S=ac V/It.
=6 (1.25) 1,400/21.33(4) -
=123.1 lbs. per'sq. in. ~ Ans.

Shear at 1/2 h.
Given @¢=4 sq. ins.; V'=1,400 lbs.; I=21.33 ins.*
¢=1.50 ins.; t=4 ins.
S=ac V/It ,
=4 (1.50) 1,400/21.33(4)
=98.4 Ibs. per sq. in. Auns.

Shear at 3/4 k. -
a=2 sq. ins.; V=1,400 lbs.; I=21.33 ins.¢
¢=1.75 ins. t=4 ins.
S=ac V/It
=2 (1.75) (1,400)/21.33(4)
=57.4 lbs. per sq. in. Ans.

hear at outermost fiber. S=o.

Ezample 4.—Find the resultant unit stress in a 2-inch square simple beam, 80 inches long;
due to an endwise load of 900 pounds, a maximum bending moment of 1,100 inch-pounds and a
maximum deflection of 0.05 inches at the place of maximum moment.

Given, Z=1.33 ins.}; d=0.05in.; E=1,500,000.
I=1.33 ins.*; A=4sq. ins.
Then by footnote, section 7.

K=sec. Z§ +P/EI

=sgec. [40+/900/(1,500,000) (1.3.3)]
=sec. [.845]=1.52.

Then by formula 7 and computed value of K
S=P/A+ M|Z+ KPd|Z
=900/4 +1,100/1.33+ 1.52 (900) (0.05)/1. 33
=225+ 827+51=1103 lbs, per sq. in.
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Example 5—Find the unit stress in a pin-ended column 1 inch square und 30 inches long
under an axial load of 200 pounds; also the unit stress when taking the eccentricity of the load as
2 inches. '

Given I=30ins.; r= +/IJA=0.288 in.; P =200 lbs.
A=1sq. in.; a=4/3,000

Then by formula 9.
S=[(1+a@/m)4P/A
=[1+ (4/3,000) (30/0.288)*] 200/1
- =3,081 lbs. per sq. in,

Given =380 ins.; r=0.288 (ins.); ¢=1/2 1n;

A=1gq.in.; a=4/300 (constant)
P=200lbs.; p=2ins.

Then by formula 10.
§=[1+a(l/r)+cp/®) P/A
=[1+3/4,000 (30/0.288)%+0.5(2)/0.288%] 200/1
=5,460 Ibs. per sq. in.

Examgple 6.—A beam is subject to a compressive unit stress of 200 pounds per square inch,
and at the same time to a longitudinal shearing stress of 250 pounds per square inch. Compute
the maximum resultant stresses.

Given, 8, =250 pounds per square inch. 8 =200 pounds per square inch.

Then by formulas 11 and 12
Sp=+(8a)*+ (8/2)°
= (250)* + (200/2)*
= 269 pounds per square inch. Ans.
Sp= 43/2 +8; .
= 200/2 +269 =369 pounds per square inch. Ans,

Ezample 7.—If a member whose allowable constant stress is 20,000 is stressed frequently
to 15,000 and has an elastic limit of 60,000, what is the equivalent steady stress %

Given, § =20,000 pounds per square inch.
n=1 (constant).
m =15,000/60,000=1/4 (ratio).
Then by equation 13
8/ =81 4+m)*
=20,000 (1+1/4)*
=25,000 pounds per square inch. Ans.
Ezxample 8—Find the maximum load for a pin-ended spruce column of length 60 inches,
* cross section 3 square inches, and moment of inertia 0.3 inch*.
Given, =60 inches; I/r=60/0.31 =193 (slenderness ratio).
A =3 square inches; £=1,500,000 pounds per square inch.
I=0.3 inch.*

Then by formula 15

=9.86 (1,500,000) 0.3/(G0)?
=1,233 pounds. Amns,
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Example 9—Find the factors of safety in example 6 for a maximum shearing stress of
1,000 pounds per square inch and & maximum compressive stress of 4,000 pounds per square
inch; also the factor of safety in example 8 for an applied load of 250 pounds.

By section 10,

From example 6
Compressive stress =369 pounds per square inch.
Shearing stress =269 pounds per square inch.
Then, for compression
- F. 8.=4,000/369=10.8, - Ans.
For shear
F. 8.=1,000/269=3.7. Ans.

From example 8

Maximum load carried by beam = 1,250 pounds.
Then,

F. 8.=1,250/250=5. Ans.

PROBLEMS IN PART II
Airplane Wing Stresses.

Example 1.—A rib loaded as in figure 39 has the dimensions there specified. Find the
unit stresses for bending, maximum shearing, and average vertical shearing just outside the
spars and just inside the spars; also the unit bending stress at B between the spars.

) SECTION M.
(@) Consider the cap strips as carrying all the bending stresses.
Given I=1.22 in#; Z=1.22/1.93 =0.632 in.
R=41bs.; 1=2in.
Then by formula (18)

S=Rl'Z
=4[2]/0.632 = 12.6 1bs. per sq. in. Ans.

(6) Consider the cap strips and web as carrying the hor1zonta1 shearing stress,
Given I=2.01in.; ¢=1.0in.; ¢=0.61
£=0.251in.; V=41bs.
Then by formula (56) S=ac V/It
: =0.61(1)4/2.01(0.25) =4.9 Ibs. per sq. in. Ans.

(¢} The total vertical shear at this section is not distributed as shearing stress over the
web section, since the web of the rib ends at this section. The total vertical shear, however,
is carried primarily by a compressive stress on the upper surface of the tongue that projects
into the spar. The compressive stress in this case is

S=V/A

=4/(.25%.50) =32 lbs. per sq. in. Ans.

SECTION N.

(@) Consider the mid part of the rib as a simple beam.? The bending stress at section N
is then zero. ) ,
() Consider the cap strips and web as carrying the horizontal shearing stresses.
Given [=2.36 in.¢; ¢=1.08 in.; ¢=0.64 sq. in..
t=0.25 V=12.22 lbs,

1 The solutions given in this example must be looked upon only as approximations, Anaccurate theoretical solution must take into accouns
the hollowed web, the glued strips, strength of glued surfaces, ete,
2 Spar being free to twist.
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Then by formula (5)
S=ac V/Ii
=0.64(1.08)12.22/2.36(0.25)
=7.76/0.59=13.1 lbs. per gq. in. Ans.
(¢) Treat the total shearing force as in (¢) of section M.
SECTION O.
(@) Consider the bending stress S as carried by the actusl section.
Given I=2.84; ¢=2.30; a=14.20; b=19.80; R=2041
Z=1I[e=284/2.30=1.23
Then by formula (19),
S=R ab/2(a+b)z
=20.41(14.20) (19.80)/2(34) (1.28) =69 lbs. per sq. in. Ans. _
(5) Total vertical shear and also the horizontal shearing stresses are zero at this section.
SECTIONS P AND Q.
Treat similarly to section N and M, respectively.
Example 2.—An aileron bearing a uniform pressure of 20 pounds per square foot has the
dimensions and structural form shown in figure 38. Find the moment about the hinge and the

stress in the control wire. Find also the vertical reactions of the stay wire on the trailing
edge beam,

By section 14 and figure 38.
Given P =20 Ibs. per sq. it. (assumed loading},
A=area of aileron surface =20.7 sq. ft.

Then totel load=P A
=20X20.7=4141bs. Ans.
(B) MOMENT ABOUT HINGE,

By figure 38. Center of gravity C=9.45" from hmge

M=CPA=945(414)=3,910 lbs.in. Ans.

(C) STRESS IN CONTROL W(RE.
By figure 38, given arm =12.75; moment =3,910
Then tension=38,910/12.75=3807 Ibs. Ans.
(D) VERTICAL REACTIONS OF TRAILING EDGE BEAM.

Total load distributed along trailing edge is approximately 1/2 aileron load.
By figures 38 and 13, '

2wl =414/2 =207 lbs. and running load =207/162=1.28 lbs. per linear in.
Given [=8lin.; b=70in.; a=111n,

w=1.28 Ibs. per in.

(A) TOTAL LOAD ON AILERON,

By formula in figure 13—

R,=wl (4 ?—0*)/8 bl

=1.28 (81) [4(81)*—70%)/8(70) 81

=48.8 pounds. Ans.
R,=2 (wl—R,)

=2 [1.28 (81) —48.8]=109.7 pounds. Ans.
R,=48.8 pounds. Ans.
Compare these answers with those found from the table in figure 13.
The vertical reactions are then as follows:

For central stay =109.7 pounds. Ans.
Outside stays (each) =48.8 pounds. Ans.

The tension in each stay wire may be found from these reactions. See example 10.
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Example 3.—A biplane wing has the form and loadings shown in figure 41; find the resultant
loadings on the spars and their components in the planes of the lift and drag trussings for angles
of incidence of 2° and 12°. _

The running lift L, the running drag D, and the distances to their points of application (al)
depend upon the aerodynamic characteristics of the wing, the angle of incidence, the stagger, the
biplane effect, etc. The running lift L and weight W as determined for any given wing plane
of & machine are constant for all angles of incidence in straightaway flight. In the present
example, however, L, D, W, a, and b are given.

X. ANALYSIS FOR LOW SPEED.
(Incidence 12°.)

" (¢) Running loads on upper front spar.
Given L=2.256 lbs./in D=0.2751b./in. W=0.313 1b./in.
a=0.67 6=0.67 . b=046
Then aL=1.511 Ibs./in. aD=0.1841b./in. b W=0.144 lbs./in,
aL—b W=1.367 lbs./in.
By simple graphics. ' N
w; =1.389 lbs./in. w,=0.1001b./in. w=1.370 lbs./in.
The running loads on lower front spar, upper rear spar, and lower rear spar are similarly
found. Their values are given in the table below.
II. ANALYSIS FOR HIGH SPEED.
(Incidence 2°.)
(@) Running loads on upper front spar.
Given L=2.256 D=0.141 W=0.313.
@=0.29 @=0.29 b =0.460. |
Then aL =0.654 aD=0.041 b W=0.144 aL—-bW=0.510.
By graphics, w; =0.517  w,=0.106 .w=0.510.
_'The running loads on lower front spar, upper rear spar, and lower rear spar are similarly
found. Their values are given in the table below. :

Grouping of data and computations for running loads wy, w,, w, on spars for low and kigh speeds.

LOW SPEED.
Symbols. L D w [ b [27) aD bW [@L-bW} w; W w
Front spars: ' . '
UPDEL.cuermanmacsoncmncnceansaroncnces 2.256 | 0.275| 0.313 0.687 0.46 | 1,511 0,184 | 0,144 1.367 | 1.389{ 0.100 1.370
Lower.. ceve.o 1,845 .225 .288 .87 46| 1,236 . 151 L1811 1,105 | 1.127 .095 1.112
Rear spars:
Upper.. 2.256 275 .313 .33 .54 744 001 .169 575 . 588 .059 .580
() ST eesensennen 1,845 225 . 286 .33 .54 .609 074 .154 . 455 467 048 . 462
EIGH SPEED.
Front spars:
Upper.. 2,256 | 0.141] 0.313 0.29 0.46 ] 0.654 | 0.041| 0.144| 0.510| 0.517 | 0.108 0.510
Lower.. . 1.845 L116 . 286 .29 .46 .535 . 033 .132 .403 .408 .084 .403
Rear spars: .
L) £ S e 2,256 141 .313 .71 .54 | 1.602 .100 L1609 | 1.433 | 1.456 . 282 1.436
LOWer e cvenrcsoaceensmesmesassanacnanans 1,845 116 . 285 .7 .54 1,309 .082 L1541 1,185 | 1.172 226 1,158

1 This method of grouipindg of data and computed values has been used; frst, to help the computer in distinguishing the tu.nninﬁ‘loads and their
components at the spars for different speeds; second, as a method of grouping of data and computed velues for ready reference. The table below
gives the computed values only.

Grouping of computed values of running loads on spars.

Low. High.

Speed—Plane of— ) Lift trussing. | Drag trussing. Spar web. Lift trussing. | Drag trussing. Spar web.

Front. | Rear. | Front.| Rear. | Front. | Rear. Front. | Rear. | Front. | Rear. Fronf. Rear.

Running load on upper Spars.....ccsceea-ca. 1.389 ! 0.588 | 0.100| 0.059{ 1.370 | 0.580 | 0.517| 1.456| 0.106 | 0.282| 0.510 1.436
Running 10ad on I0Wer 8pars....ceeeemvenn- 1.127 1 .467 L0905 .049( 1,112 .462 | .408| 1.172% .08 | .226| .403| 1.138
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Example 4.—Find the shears, moments, and reactions for the upper and lower front spars
of the biplane trussing shown in ﬁgure 40, due to the uniform running loads found in example
3; also the reactions of the spars in the planes of the lift and drag trussing and the shears and
moments on each spar in the plane of the spar web.

I. SHEARS, MOME“ITS, REACTIONS FOR THE FRONT SPARS DUE TO RUNNING LOADS IN PLANE OF FRONT STRUTS
. (LOW SPEED).

1. Upper wing spar.—The upper wing spar is considered as a continuous beam supported

at four points and having one overhanging end.

Given A=B=('=D=1.380" lbs./ins.
a=30ins.; b=501ins.; ¢=84 ins.; d="79 ins.

Then by the formulas of figure 15.
Auxiliary Symbols.

1=1.889[(50)3+(84)°]/4—1.389(80)250/2 . « it i iteieiineicacieaaecanecacaaranan.n eeeareneanan. 2217,970. 21
E N T £ LR 877,024. 20
oy T T RN 268. 00
T=2(84479) .« i cireiiicaranaacaaas e teenerearaecaeaannaan e eeteececeseteemceaacenann. 326. 00
Joint Bending Moments
M= 380(80) 2. L e it ieaeeetaaasesaccacsecaeanascanaaeancanaaan 625. 05
M,=[217970.21(826)—377024.20(84)]/268(8326) — (B4)2. . o e e er it e iieiciatc it atian i raa e 490. 44
M [217970.21 — 490, 44(268)]/8% e me et ere e e e e e e e e e e s s s e maeanentereansnteeeaaaneneaaan 1,030, 14
A PP 0. 00
Shtear, Right of Pin.
=(490.44—625.05)/50 —1.380(B50) 2. - ettt iteeiecetecarccatacicacasaaaacaaane e —387.41
Vo==(1030.14—490.44)/84=1.889(84)/2 e cerrreririiaiemiioaaattacamanananana vereenrann rerenenn —51.91
=(0—1030.14)/79—1.889(79)/2. . . ccevvererannnn . e ecemassetsenncatasaacnascranann —67.89
Shear, Left of Pin.
et R - emasaaarereeaas 41.67
U——-37 L 2 11 NP 32.04
D= =Bl 01F1,880(B4) e e veerseeaseenannnnntenennsasocasnnnsesessnnnnecesnnnneerresnnnnneiosannes 64,76

U‘=—6‘7 89+1389(79)"|'III' PRV RIS PV RGP P IR rU RSPV R PO Pl o iyueaebl i eagviPeveugesturyereye R 41!84
Pin Reactions,

R1=41|67+87l410lll.lllll.llihllllllilllllllllllllIIIlllllllllll..lllill.llolﬂlllilllllllll..l.l'l 79!08
R’=82.04+51|91.-------n-u-.-us------nail---n.nnaunu.----n-nn-;a---.-on-.----n-n..---n.n-ooantn--u 83.95
Ry=64, 76-4+-67.80...c00uanns Charene 132. 65
Ry=41.844-0. . ccniriniinnnnnn R teerieretesenstacnencnanerauans teessneseiesanaan 41,84
Position of Maximum Moments.
E R A . T SN 26. 93
1 B . . 37.37
Bgm=07.80 .88 o it ittt eicmeieeeeeeecaeaneeceeananeanaann 48, 87
Maximum Moments Between Joints
B X R L T 1 PP . 121,27
My =490.44 — (BL9L )2 2(1.880) . oot et ee et ettt aearaeeeaeeieeeaemaeemneeaae—————- —479, 55
MY g=1080.14 — (67,8912 2(1.880) . . e e e et e ettt eeeteeaceeeaeaoneaaaona——aan —628.98

2. Lower wing spar.—The lower wing spar is considered as a continuous beam supported
at three points and having one overhanging end.

Given A=B=(C=1.127% lbs. per in.; ¢=27 ins.; b=84 ins.; ¢="79 ins.
Then by formulas of figure 14.

! The running load may be taken as unity, In the present problem if is the running load in plane of front Lft trussing for low speed. (See
problem 3, Pt. I1.)

2 All celeulations were carried out two decimal places to insure aceuracy primarily for comparing other methods of caleulation, asslide rule,
graphical, ete. (See example 7, Pt. II, and fig. 28.)

# Running load on lower spar in plane of front Iift trussing for low speed, (Sesexample 3, Pt, IL)
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Auxiliary Symbols.

1=1.127[(84%-1-79%)/4] ~ L.127(27)284/2. < s e eeeee i e eeeeedenccecceacanaenna. 271, 401. 60
h=2(84479) et i eeeeeeeeeanaaaa- e eeeaieacateatenscteenaeneananaaas 326. 00
Joint Bending Moment
I b 4 T TS 410.79
My=271401.60/826. - . . .t ri it iiiiiiiitieiiaiaaeaasecaeseacaneeecaneanaaneanaaaaaea e 832. 52
Shears, Right of Section
=(832.52—410.79)/84 —1.127(84)/2un e iiieaeaeeatiaeaeactacaaceaneenreseeraeaaaan —42, 31
V,,_(o —832.52)/79—1.127(79)/2-+ + v eeeeaennn ettt eettaieetaaaaaeeteaaaaneeann Ceeeeeenns —55. 04
Shears, Left of Section.

U,=27(1. 127) ...................................................................................... 30. 42
[ N L (. P 52. 35
L R SO e eeerea———————— 83,99

Pin Reactions
g LI . R 72.73
R,=52.85+56.04.......... feeeeeeenataeaaacacteasteaaaeaataeeeeeancananasenaeetrnennararanenteseeann 107. 39
Ry=383.9940....ccrtiirunacrancrraccnnccnecscnnscnns meemmesacescesasssscaserseencenrssannnanans 33. 99
' Posttion of Maximum Moments Between Joints.

S 10 5 37.54
L 1Y W - S PP 48.83
Maximum Moments Between Joints
M7 = 410.79 — (42.81)2/2( 1127 ) e et e eee e ee e e et e e e et el e eeeiaaeaaaas —3883.41
M7 =882.52 —(B8.04)2/2(1.027) . s ot ettt eae et ieieiaieiaceiaasaaseeacteratataanaaaaaaaan ~511.49

. REACTIONS OF SPARS IN PLANES OF LIFT AND DRAG TRUSSING FOR HIGH AND LOW SPEEDS.

The reactions in the planes of. the lift and drag trussings for front and rear spars at high
and low speeds may be found from the known reactions on the front upper and lower spars,
by multiplying by the ratio of the running loads.!' In the table below the ratios of the running
loads are given, as well as the running loads.

Data and computed values for reactions.

15T Y Low. i High.

DLUSSIDE . 1 e e ecaerermmnseneneenseerennennn e ' Lift. Drag. Lift. Drag.

Front. Rear. Front. Rear. Front. Rear, Front. Rear,

Running load on Upper SPars.......ieciieniiiietieineneannn 1.389 0.588 0.100 [ . 0.059 0.517 1.456 0.106 0.282
Ratioofloads. ... cioiiiiiiiiii ittt ieeeeaes 1 1,424 .072 .043 .373 1.049 . 077 . 204
'%1. . ’ég gg 1 gg gg 1 g 82 1 g ég 1 %? gQ 1 8%.95 16.08 116.18
. 2.. 3 3 3 5 .31 88.06 6.46 17.12
Reactions of UPPr SPAIS «eumvern s imammenneneiaieanaes Re..| 132.65 56,24 9,55 5.70 49,47 | 130.14 10.21 27.08
Rs..] 41,8 17.74 3.01 179 15, 60 43,89 3.22 8.53
Running 108d ot 10Wer SPAIS ..vecerncncsascncreaeeaansnnnran 1,127 . 469 -095 . 049 . 408 1.172 .084 . 226
Ratio 0f108dS. . cverrerieiesinnicnceiensoresorencs asanee 1 416 L0851 - 044- . 363 1. 040 .075 . 200
Ri..| 72.73 30.25 6.18 3.20 26. 40 75. 63 5.45 14,54
Reactions of Iower Spars.seeccceee sreeriveerecncenanaes Re..| 107.39 44.67 9,12 4,72 38.98 111. 68 8.05 21.47
, Rs..| 33.99 14.13 2,88 1.49 12.33 35.34 2.5¢ 8,79

1 These values are found by multiplying the column on extreme left by the ratio of loads.

III. MOMENTS AND SHEARS IN PLANE OF SPAR WEB AS FOUND FROM THOSE IN PLANE OF LIFT TRUSSING FOR FRONT
SPARS ONLY.

The shears and moments in plane of spar web may be found directly, by the equations of
figures 14, 15, 16, etc.; using a running load in the plane of the spar web, or indirectly by ratio
methods, that is, by ratio from a known analysis for unit Ioadi.ng or a running load in some
other plane. The table below gives the moments and shears in plane of spar web- as found
from those in plane of lift trussing for front spars only. - R

.1 This is true only for similar spar lengths,
144416—20——4
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Data and computed values for moments and shears.

LOW SPLEED.
Front SPar. . ..cccveeicsniiisancnonannnennen | Trpper. Lower.
Plame Of .o iiiiiiicrer e aea tmIslgflg Bpar web. tru?sﬁlg Spar web.
Running 108d8. .. ccvereerenemmiicciencennee 1.389 1.370 1.127 L1112
Ratioofloads....ccomveineiiiiniaaisnnnnn 1 . 9864 1 . 9867
B me | me ) gn ) s
Joint bending moments.........c..... :: 1 1,080.14 1,016.13 o o
Mool yionar | emeer | UIaEATCERAT
Maximum moments between joints. . .{M'g. G —479.56 —473.02 —&11.48 —&04.68
M’..| —628.98 —020.42  |iceeciicisivefvenconienanans
Shears, left of PINS. .cvvenncceaeionnas U:'.. 7y .‘—é 3. 87 33,99 33 63
Ui, 41,84 4L2T  |eeeinencncvcei]emeinacnnanas
Vi... —37.41 -36.90 —42.31 —41.74
Shears. right of pins. . ......oceivenas V... —5L.81 —51.20 —55.04 —54.30
V.. —67.82 —66.95 . Jomemrieernacns|eicmianenanee-

1 Found fro.m column on l'ett by using ratio of loads.

1IV. MOMENTS AND SHEARS IN PLANE OF SPAR WEB FOR ALL SPARS AT HIGH AND LOW SPEED, AS FOUND FROM DATA
IN TABLE HI.

Moments and shears for spars.

UPPER SPARS.
Speeds.......... PEPP PO [ [ ceen Low. High.
33471 S RS Front. Rear. Front. Rear.
Running 10ad..ccceecenavensnsnacnnaocs canenn 1.870 0. 580 0. 510 1.436
Ratio of loads . 1 424 .378 1.048
126L 41 1242, 30 1626, 13
Joint-bending moments ang:ll égg :lig 1 ggggg
0 0 0 )
A My.. +119.62 +-80. 7¢ +47.07 +-125.36
Maximum moments between joints....qMs..| —473,02 ~200, 56 —185.89 —~495, 72
My..| —620.42 ~--263.05 —243. 82 —-650.20 .
Lo 5.3 L ]
Shears, left of pin..cceeceneaaees reemans U::: 63.87 2708 35,10 65,03
Uy.. 41,27 17,49 16.21 43.25
Vi.. —36.90 —15.64 —14.50 -—38.67
Shears, right of pin.....cccceeneencaaes Vi.. —51.20 —21.70 —20.12 —53.65
Vi.. —66. 96 —28.39 ~26.31 —70.17
1 Found from column on left by using ratio of loads.
LOWER SPARS.
Bpeeds..ccicceaeearicomsicrattastanacaccsnsen Low. High.
[147: SR, ceanecemsenane reranen Front. Rear. Front. Rear,
Running 1080....ceeemreecnccnanciccancaacens 1112 0. 462 0.403 1,158
Ratio 01108dS....ccociieruennentcncns Ceraenes .41 6 1.042
Mi.. 405. 32 168. 61 147.13 422,34
Joint-bending moments....cceceeiiaias a-. 82, 84(1). 71 124,04 855, 94
3o =
Maximum moments between joints. . .. i’f;:: :ggg 3 :157: gz :gg 12 :ggg ég
. U.. 30.01 12,48 4,53 31.27
Shears, left of PiN. .evcenviniiinnnn.. eeiUe. . 51.65 21.48 7.79 53. 81
'gs. . 23. a3 12.99 5.07 35.04
Shears, right 6 Difeecvrecveieceanneans V: i - 51: Zf) :;;: gg :g: ?g :gg: ég

A close examination of the foregoing results will show that the greatest stresses occur in
the front spars for low speed and the rear spars for high speeds.

Example 6,—Find and plot the resultant moment due to the uniform loading and the
eccentric stay wire attachments shown in figure 18.
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I. GENERAL DAT.jA.
b=50in.; K;=0;  P=0
¢=84in.; K,=0.023; Q=228
d=79 in.; K;=0.025; R=460
II. COMPUTATIONS.

Consider the vertical components of the stay forces as concentrated loads on the con-
tinuous beam and apply the theorum of Bresse as given in figure 11 and explained in figure 12.

Application of Theorems to Spans (b) and (c).
Mb+2M,(+c) + Mye= — Ph(K,— K2) — Q2 K, — 3 K2 + E)
0+2 M,(50 +84) + 84 M; =0—228(84)2(0.04628)

... 268 M, +84 M,= —74,453.78

Application of Theorems to Spans (c) and (d).
Me+2 My(e+d) + Md=—Qc(K,— K — R (2K, -3 K¢ + K2)
84 M, +2 M, (84 +79) + 0= —228(84)2(0.024) — 460(79)? (0.04812)
. 84 M,+326 M= —176,756.21
M =0; M,=—117; My;=-512; M,=0
SHEARS AT RIGHT OF PINS,
V,=(U,— M)/b+P{(1—-K)
=(—11740)/50+0=—2.34.
Vz=(M3—-M-2)/G+Q(1_K2) i
=(—5124-117)/84 4 228(1 —0.024) = +217.83.
Vs = (M4"" Ms)/d+R(1 - -Ka)
= (04512)/79 4 460(1 —0.025) = +454.98.

SHEARS AT LEFT OF PINS.

By elimination

U,=o.
U,=V,—-P

=—234—0=—2.34.
U;=V,-¢

=4217.83 —228 = —10.17.
U,=V,—-R

=454.98 — 460 = —5.02,

PIN REACTIONS. .

R =V,-T,

=—234—0=—2.34.
R,=V,-T,

= +217.83+2.34= +220.17,
BR,=V,—- T,

= 145498+ 10.17= +465.15.
R=V,-U,

=40+5.02=+5.02,

Check. R, +R,+R,+R,=688.

P +@Q +R =688,
MOMENTS AT POSITIONS OF LOADS.
.M,2= .LM2+ Vzw
= —117+217.83(2) = + 318.66.

My= M+ Viz
= — 5124 454.98(2) = +397.96.
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IIl. GRAPHICAL RESULTS.
. Figure 18 shows separately the moment curve for the uniformly loaded beam, that for the
eccentric stay wires, and their resultant.

Ezample 6 —Complete the deflections in plane of spar web for all panels of the biplane
trussing of figure 40, using the results of Table IV, example 4.

L. UPPER SPARS.

(1) Data table for use in computing deflections on front upper spar. (See Table IV,
example 4, and formula for deflection in fig. 14.)

....................................................... b. e d.

Joint-bending moments (A)-..cuiiiiaciaieiiiiiiniiiennan 617 484 1,017
Shears, right of pin (V)..cc........ . —G7
Distance to maximum moment (x).

27 a8 49
Length of span (lg .................. 50 84 79
Running load (w)......... 1370 1.370 L.370
Moment of inertia g! ) 2,82 2.82 2.82
Modulus of elasticity (E) 1,880,000 1,880,000 1,880,000

(2) Computations.
The general formula for deflection, figure 14, is

d(=y)=—al12M(I—2z)+4V (22 +w(B—2*)]/24EL
(@} Computation for span b:
(—z)=28 (B—22)=1,771 (E—2%) =105317.
= —27 [12(617) (23) —4(37) (1,771) +1.37(105,317)]/24(1,880,000) (2.82) = — 0.0111."
(b) Computations for span e:
' (l—z)=46 P—2*)=5,612 (P*—2z*)=>537,832.
d= —38[12(484)46 — 4(52)5,612 + 1.37(537,832)]/127,283,400 = 0.048 inches.
(¢) Computations for span d:
{—x)=30 (F—2*)=3,840 (P—z* =3875,390.
d=—49[12(1,017)30 — 4(67) 3,840+ 1.37(375,390))/127,238,400 = 0.057 inches.

(3) Computation * table for deflections in upper spars at high and low speeds as found
from upper front spar at low speed. _
UPPER SPARS.

123 11T [ P . Bigh. Low.

75 o P .--{ Front. Rear. ant.i Rear.

Ratio of running, load

....... 1 0.424 0.373 1048
Ratio of moments of inertia 2 el 1 L.215 1 1.215
Product of ratios........... POON I | 515 .373 1273
B.. 011 4,005 4,004 4,014

ODANS . icniarratcentansanatcsercamcaocsnctasesnsenananan C.. .048 .024 07 061
: d.. .057 . 029 021 072

1 Deflections usually turn out -+; this is an exception.

2 All deflections in the upper spars, as;umingiall upper spars fo have the same spans, may be found from these computed for the front spar for
a given speed and loading by a simple ratio. This ratio is directly dependent upon the ratio of the running loads and the inverse ratio of the
moments of inertia, i. e., their produet.

3 Inverse ratio of moments of inertia.

¢ Found from values in first column by using ratio flgure directly above.
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(1) Data table for use in computing deflections on front lower spar:
LOWER SPARS.

153 <1 « P ORI ¢ d
Joint-bending moments (M)ee.vuercrrrorersacaaranasetanesesascsaancnanes 406 © 822
Shears, r1§ht of pin (¥)..eeaunennnnan I —42 —355
Distance {o maximum moment (z .- 38 49 | ,
Length of span (1)...... 84 79
Running load (w)...... - 1.112 1112
Moments of inertia (I).. cens 2.82 2.82
Modulusofelastmxty(E)...................................._ ............. 1,880,000 1,880,000

(2) Computations.
The general formula for deflection is
d(=y)=—2[12 M0 —2) +4V({E—2*) +w(—2*)]/24E]
(@) Computation for span e¢:
(l—2z)=46; (I*—a*) =5,612; (I*—z*)=537,832
d=—38[12(406)46 — 4(42)5,612+1.112(537,832)]/127,238,400 =0.036 inch
(6) Computations for span d:
d=—49[12(822)30 —~ 4(55)3,840 + 1.112(375,390)1/127,238,400 = 0.051 inch
(8) Computation table for deflections in lower spars at high and low speeds as found

from lower front spar at low speed.
LOWER SPARS.

OPeBAS. cevrecerianatirieteaicetiietareertestnaenaancaaeanas High. Low.

BDAIS. ceeeernsnssencnarcsanenrtacsnrctcnercrssensstaranarons Front. | Rear. | Front. | Rear.

Ratio of running 108ds. .. cevvevecnnmascareecncnratncennansacs 1 0. 416 0. 363 1.042

Ratio of moments of inertid...ooveeeemiiaeeniiiiiiiei e, 1 1.215 1 1.215

Product 0f 1ati08. ceenriieenieieniicienioceaciiriientnnaceann 1 o | gfl)g g(lu‘g 1. ggg
C.. . . . .

.23« {d.. ‘051 025 018 064

Exaﬁple 7.—Find the concentrated loads on the lift trussing of example 4, given the weight

of the struts, stays, cabanes, etc.
I, PIN REACTION METHOD,

Computation table for concentrated loads on upper and lower pin joints as found in tables
for spar reactions of example 4 and the given weights of attached struts, stays, wires, ete.
(G', H’, I’; G, H, I) are symbols for concentrated loads in figure 22.

FRONT UPPER FIN JOINTS,

Beam
reactions | Weights Practical
Concentrated load symbol (fig. 22). in plane at pin Net Ioad. | working
of lift joints. Joad.t
trussing.
G revirriensnaresotaneroroesessnsonreanarancenacares 79.08 0.55 78.83 7%
= L 83.75 4.17 79, 78 80
B S P, teeeneennns 132,65 4.22 128,43 129

0 0

72.73 4,72 68.01 69

107.39 4.7 102.62 103
REAR UPPER PIN JOINTS.

G'.. 82.95 0.55 82.40

B.. 88.06 4,17 83.89 |. '8¢

.. 139,14 4.22 134,92 135
REAR LOWER PIN JOINTS.

0 0 0

75.63 4.72 70,91 71

111.68 4.7 106,91 107

1 See applieatioh in problem 11,
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II. ZERQ SHEAR METHOD.

The concentrated loads may also be found by a method similar to that used for the drag
trussing in figure 21 and example 8; i. e., briefly, by multiplying the running loads by the
distance between zero shears and subtracting the weights of struts and stays.

Ezample 8.—Given the resistance of the front struts and stays and the running load,
find the concentrated loads on the drag trussing of example 4 by the zero shear method.

(@) Concentrated loads on upper front spar:

Given A =B= C=D=0.100 lb. per in.
¢, =26.93; z,=37.37; z,=48.87
2=30; b=50; ¢c=84; d=T9.
Then by formulas of figure 21,
@=0.13+0.100(30) +0.100(26.93) =5.82 *
H=0.36+0.100(50 — 26.93) + 0.100(37.837) =6.40
I=0.53 +0.100(84 —37) +0.100(48.87) =10.07.

(d) Concentrated loads on rear upper spar:
Given A=B= (=0.059 1b. per in.
a, b, ¢, ,, %, %, 88 above.
&' =0.13 4+-0.059(30) +0.059(26.93) =3.48

H'=0.3640.059(50 — 26.93) +0.059(37.37) = 3.92
I'=0.53 +0.059(84 —37.37) 4 0.059(48.87) = 6.16.

Ezample 9.—Given the resistance of the strut and stays at high and low speeds; find the
concentrated loads on the drift trussings for both speeds, using values of the pin reactions
found in example 4.

Computation table for concentrated loads on upper and lower drif¢ trussings for low and high speeds.

LOW SPEED. -
Front spar. . Rearspar,
Resist- 3
Load symbol. | Reaction, mczf Total. | Load symbol. | Reaction, 11;%:? Total,
Grrerereerenns 56 | 013 3.40 | o013 | 8.5
8.04 41 8.60 .41 4.01
Upper dreg trussing .00 .00 .00 00 .00
8.55 .58 5.70 .58 8.28
.00 .00 .00 00 .00
) 6.‘1% 310 3.% .41 3.61
Lower drag trussing 9.12 :58 47 g 5%
- 80 .00 .00 00 00
HIGH SPEED.
6.08 0.37 0.37 16. 50
. 6.46 1.18 1.18 18,30
Upper drag trussing. .00 .00 .00 [
10,21 1.68 ned | o874
.00 )] .00 .00
.. v 5.45 1.18 1.18 15,72
Lower drag trussing. .....ccoveiiiiiceniinrnnena, o - S:gg 1:% 1'% 23'%
.00 .00 00

! See application in example 12.

Ezample 10.—An aileron bearing a uniform pressure of 20 pounds per square foot has
the dimensions and structural form shown in figure 38. Find the stresses in the stay wires.

1. BEAM REACTIONS.
The rear beam of the aileron is considered as continuous and supported by the stays at
three points, with both ends overhanging. The vertical reactions of these stays have pre-

viously been found in example 2. Reactions as found in example 2.
R,=48.8lbs.; R,=109.7 lbs.; R, =48.8 lbs.

1 Compare with mere general solution in example 9.
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II. TENSIONS IN STAYS.

The tensions in the three stay wires are found from the reactions above and the dimen-
sions given in figure 38. By the formula of figure 24.
(@) For center stay:

Given r=22.72 ins.; 2=13.37 ins.; Z=109.7,

Then by figure 24,
T,=R=Zr/z=100.7(22.72)/13.37 = 186 1bs.
(d) For each outer stay:

Given r=61.78; 2=13.37; Z=:-48.8.

Then by figure 24,
T,=T,=R=17r/z~48.8(61.78)/13.37 =225 lbs.

Ezample 11.—Find the endwise stresses in the struts, stays, and spars'of the front lift
trussing, figure 40 for low speed and the rear lift trussing foi high speed.

I. STRESSES IN FRONT LIFT TRUSSING FOR LOW SPEED. )
' ‘ 1. GENERAL DATA.

G=0 =~ G@'=79 b=50 p=80.3
H=69 H' =80 c=84 ¢=104.9
I=103 I'=129 d="79 r=100.9
h=62.9

B ﬁ 00 2. ANALYTICAL SOLUTION.

Y ngure == Strut Stregses.

P=@

=0=0

Q=G+G@ +H

=0+479469=148. 00

R=G+G'+H+H +1

=04 79469 +80+103=331. 00

Stay Stresses.

P'=p(G+G)/h
=80.3 (0+79)/62.9=100.85
Q =q(@+@+H+H)M
=104.9 (0+79+69+80)/62. 9 =380, 24
R =r(G+@ +H+H +1+1)h
=100. 9 (0479 469+ 80+ 103 +129)/62. 9 =737. 90

Spar Stresses.

P"=(G+G)b/h
=(0+79) 50/62.9=62.79
Q'=(@+G)b+c)+e(H+H)M
= (0+79) (50-+84)+84(69+80) 62.9=2367.28
R'=(G+G@) b+c+d) (c+d) (H+H)+d{I+TI')/h
=(0+79) (50+84+79) + (84 +79) (69 +80) +79
(103 4+ 129) 62. 9=945. 02

A second method may be used to find the same values by using only the equation on the
right of figure 22.

1 See example 7.
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Strut Stresses.

P=G=0.00
Q=P+G'+H
=0+79+4+69=148.00
R=Q+H'+I
=148 +80+103=331.00
Factors.
n,=(P+G)fk
(04+79)/62.9=11. 255
ny=(Q+ H)/h
(148480} 62.9=3. 624
ng=(R+D/h

(3314-129)/62.9=7. 313

) Stay Stresses.
P’ =pn,

=80. 3(1. 255) =100, 77
Q' =qn,

=104. 9 (3. 624) =380.15
R =rn,

=100, 9(7.313) =737. 88

Spar Stresses.

P’ =bn,

=50 (1. 254) =62, 70
Q'"=P+en,

=062, 70+ 84(3. 624) =367, 11
RII=Q+dna

=3867. 11+79 (7.313) =944, 83
3, GRAPHICAL SOLUTION,
The graphical solution is similar fo that shown in figure 27,
II, STRESSES IN REAR LIFT TRUSSING FOR HIGH SPEED,
GENERAL DATA.

G=0 @=8  b=50 p=80.3

H=71  H'=84 ¢=84 ¢=104.9

I=107 I'=135 d=79 r=100.9
h=62.9

Solve as in I above. Results given in table below.

III. REFERENCE TABLE FOR STRESSES IN LIFT TRUSSINGS FOR HIGH AND LOW SPEEDS.

LOW SPEED.

Upper | Lower
Symbol. Strat | Stay ooy r
stresses. | stresses. strg:ses. sttsles)ges.ﬁ
SN 1] 101 63 Q0
Qe ercerecrecmsatcacecasanccreasvnsronantammnrramcanreannnaen 148 as1 368 83
Bt iceccmarctcceessavacatear et rr e emnaar .| - 331 738 046 368
HIGH SPEED.

(S o] 106 66 o]
[ P 154 397 384 66
S P S 345 770 987 384

1 Carry out three decimal places, 2 Found from stresses in upper spar,

4
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Fzample 12.—Find the stresses in the drag trussings figure 40, due to the concentrated loads
of example 9. S . : :
I. STRESSES IN UPPER DRAG TRUSSING FOR LOW SPEED.!

GENERAL DATA.

G’ =3.53 G=582 - b=50 . p=60.4

H' =401  H=6.45 c=42 g=54.0

I'= .00 I= .00 d=42" = =540

J’'=6.28 J=10.13  ¢=38.5 §=51.3

E'= .00 E= .00 f=38.5 t=51.3
h=34

II. STRESSES IN LOWER DRAG TRUSSING FOR LOW SPEED.
GENERAL DATA.

(f =6.59 @' =3.61 b=42 p=>54
H= 00 = H'= .00 c=42 g=>54
I=9.70 I'=5.30 d=388.5 r=>51.3
J= .00 J'= .00 e=38.5 §=51.3

{If, STRESSES IN UPPER TRUSSING FOR HIGH SPEED.
GENERAL DATA.

G= 645 G'=1650  b=50 p=60.4
H= 764 H =1830  c=42 g=54
I= 00 I'= 00 d=42 r=>54

J=11.89 J'=2874  ¢=385 ¢=51.3
E=..00 K= .00 f=385 t=>51.3

" IV, STRESSES IN LOWER DRAG TRUSSING FOR HIGH SPEED.
GENERAL DATA.

G=6.63 G’ =15.72 b=42 p=>54
H= .00 H= .00 =42 g=>5b4
I=9.73 I'=23.15 d=238.5 r=51.3
J= .00 J'= .00 e=38.5 s=>51.3

Reference table for stresses in drag trusses for low and high speed.
STRESSES ON MEMBERS OF LOWER DRAG TRUSS.

Low speed. High speed.
Symbol, ) . .

) Rear Front . Rear Front
Struts. | Stays. spar. Spar. Struts. | Stays. spar. spar.

Preeeeeeeianannn 6.6 16.2 12:6 0 6.6 | 355 | 2one 0
Queeerenraiccecnnns 10.2 16.2 25.2 12.6 22.4 35.5 56.2 27.6
.- 19.9 38.0 53.7 25.2 32.1 83.3 117.7 55.2
25.2 38.0 82.2 53.7 55.2 8.3 180.2 117.7

STRESSES ON MEMBERS OF UPPER DRAG TRUSS.

5.8 16.6 13.8 0 65 | . 408 ] 3B8.| o0

15.8 3L.4 38.2 13.8 30.6 7.8 94.1 33.8
19.8 3.4 62.8 38.2 48.9 77.6 1 154.5 94,1 |

29.9 54.6 103.6 62.6 60.8 135.0 255.8 154.5
36.2 54.6 14,6 103.6 - 89.5 135.0 357.1 255.8

Ezample 18.—Find the stresses and factors of safety in the spars, struts, and stays shown
in figure 40 for low and high speeds, respectively.

1 The solutions for this example are similar to those in example' 11, The arrangement of data for the different cases and tabulated results are
given below. :
144416—20——5
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1. GENERAL DATA.

Table I below gives the principal data, stresses, and factors of safety for the spars, struts,
and stays. All other date required in the solution of this example may be found in the separate
* problems or in the diagrammatic form in figure 28,

TasLe 1.
For low speed. TFor high speed.
Strength : .
: .. (pounds S:cl:_ggn Moment [Section| Fiber stress (g:nmds Fiber stress (pounds
Symhol.l Member. | Material. per (square| - of modu- per square inch). per square inch).

s_quar)e Inchesy, inertla. | Ius. Fﬁg}"f Faocftor
oh). Bend- . sefety.| gong. X gafety.

ing. Lift. |Drag. ing, Lift. |Drag.

Front spar..

Ferocaananen

= 00 00 00 00 02
@gmwcﬂw

B
I
[=2--1=]

Factors of safety are given for points of greatest resultant tensile or compressive stress.

2. SOLUTION FOR SPARS,

Tapre 11— Values of the bending moments (1), the E‘eg{si?m 5&' —~), and compressions (+) on each spar at the points marked
" in fig

FOR LOW SPEED.

Load due | Load dus

Symbol, Bending to liff to drag

moment. truss. truss.

Inch-
po! Pounds. | Pounds.
A + 63 Q

B +368 ~38.2
o] +@45 —62.6
D 822 — 63 —12.6
E + 822 —368 —-25.2
66 33.8
384 154.5
987 255.8
— 66 55.2
384 w7

1 The values above may be found in examples 4 11, 12, or in figure 28 in disgrammatic form.



Example for member A in table above.

Resultant compressive stress.

pounds per square inch.

ATRPLANE STRESS ANALYSIS,

Tasre III.—Computations for resultant fiber stresses for low speed.t

LOW SPEED (COMPRESSIVE STRESSES).

Sp=M|Z

=617/1.88 =328 Ibs. per sq. in.
Equivalent compressive stress due to bending (see section 7 and formula 8).

N8, =4,300(328)/7,900= 178 1bs. per sq. in.
Compressive stress S, is the resultant compressive stress as found from columns two and

three, Table II, and cross-sectional area, Table I.-
S, =68/2.63 =24 pounds per square inch.

Equ.walent com- -
Bending stress Compressive | Resultant com-
Member. compression. prestsoi‘{:esrsgg_‘:s?:g due stress. pressive s;ress.
Sum M12 NSy~ 5 se. S So a0 b
2328 178 24 202
540 294 125 419
540 294 336 630
LOW SPEED (TENSILE STRESBSES).
Equivalent tensile
Bel}gnmg%os;:ress sttess due to | Tensile stress. Resulsts.rxégstensile
Member, bend mO%O
= B s = ’
Sv= M/Z Nep=z 900 St 8 S.+7,900
RPN —437 ~719 — 29 —~748
Baeeieecriiaceiacnccacaannns —437 719 —150 —~869 -
1 Spars A, B, C, D, E have the lowest factors of safety for low s&)eed
2 An additional bendmg stress due to deflection is sometimes added fo this stress.

(See Tables I and II.)

8§ =8,+4,300(S3)/7,900.
=24 +178 =202 pounds per square inch.

This value is then used to determine the factor of safety. Compressive strength is 4,300

Factor of safety =4,300/202

(Add columns 2 and 3 above.)

=21...n

Tasie IV.—Computations for resultant fiber stresses for high speed.!
HIGH SPEED (COMPRESSIVE STRESSES).

Equwalent com-
pressive stress

Resultant com-

Bending stress Compressive
. Member. compresswn, due to 4&13%%dmg, stress, pressive 3%,?55'
Sv= M(Z. NSp=zrs S Se. :S'—Sc+7 500 2
7,900
539 -204 31 326
018 499 166 665
918 499 382 881
HIGH SPEED (TENSILE STRESS).
Equivalent tensile i
Bendmg stress| Stress due to! Compressive Res‘ﬂstﬁ‘e‘gs‘ens‘“
Member. tension, bending, tensile stress, X
=Mz, | yg=B00g, S . | S=St+=gy S
7,900 s
I.... —378 —1,214 -3 —1,217
I —738 —1,214 —82 —1)208

1 Spars F, G, H, i, J have ususally the lowest factors of safety for high speed.
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Example for member I in table above:
Sy=M/Z.
=856/1.16 =738 pounds per square inch.
Equivalent tensile stress due to bending.
N8, =13,000 S;/7,900.
=13,000(738)/7,900=1,214 pounds per square inch.
Tensile stress S, is the resultant tensile stress as found from eolumns 2 and 3, Table II1,
and cross-question area in Table I.
S;=—10.8/3.26 = —3 pounds per square inch.
Resultant tensile stress (add columns 2 and 3).
8 =8, 13,000 8,/7,900.
= —3-—1,214= —1,217 pounds per square inch.
This value of stress is used in determining the factors of safety:
Factor of safety =13,000/1,217=10.6. Ans,

3. SOLUTION FOR STRUTS.

The data for the struts with the resultant loads upon them are given in Table I. 'The value
for strength of struts is best found by actual test, in the case of design they‘are computed.
In the table above it is the actual strength by test. The loading is taken from the lift truss
diagram in figure 28 or from example 11. The factor of safety is found in the usual manner.

4. SOLUTIONS FOR CABLES OR STAYS.

The same analysis applies to cables as to struts. 'The strength of the cables is usually
known from tests made by the manufacturer.

Ezample 14.—Find the stresses in the principal members of the wing trussing in figure 40 Ji.e
to a uniform air pressure of 20 pounds per square foot on the aileron surface in figure 38.-

1. GENERAL DATA.

(a) Eccentric load =414 pounds; eccentricity =9.45+17,
(b) Torque at each station =414 X 26.45=10,950 in./Ibs.
(¢) Lengths of stays 8, T', U, V. (See fig. 34.)

First panel. Second panel,

8 n [ 253 1 -3 Ty Us Vs

90.6 1049 | 90.6 | 1049 86 101 % 101
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(d) Computation tables for direction cosines.

. Direction cosines.
Symbol. . 11 pq Y zZ
8z Sy Sz
[ TP 90.6 ] 0 —62.9 | —0.927 0 | -+0.694
1 N FETrTer 86.0 -79 0 —62.9 | — .018 0 |+ .781
Direction cosines.
Symbol, l p.q Y b4
iz ty tz
o P, 104.9 —84 —34 0 —0.801 | —0.324 0
T 101.0 —-79 -—34 0. — .782 | — .336 0
. Direction cosines.
Symbol. 1 x ¥ z
T Uz Uy Uz
2 90.6 —84 0 +62.9 | —0.927 0 | +0.694
L2 20 T 86.0 —79 .0 +62.9 | — .918 0] +.781
. Direction cosines. -
Symbol. l X Y Z - -
| . Vz Vy V2
i .
|
Voo i 1049 —84 34 0 { —0.801 0.324 0
L2 T I 101.0 -79 34 0 — .78 . 336 0

2. SOLUTION.

(@) Stresses in stays transmitting torque forces from station No. 1 to station No. 2.
Given (see fig. 34):

1=385.81ins.; a=341ins.; b=62.9 ins.
Torque=10,950 in./lbs.

Then by formulas of figure 34:

R=Torque /4]

=10,950/4(85.8) - - - o o e eicciiiceen.-.. T76.4
P=Rb/2l -

=76.466 (62.9)/2(85.8) - . - i i ieiiiiaa.. 67.2
Q=~Ro/2l .

=76.466 (34)/2(35.8) - - - - - e e iiiiiiieiao-.-.. 36.3

Since this problem comes under special case I, right prismatic truss, then, the general
equations of figure 34 reduces to _
tyI'=—2P 8xS+ 8'=0
Uy U= 42Q txT+T17=0
vy V= +2P us U+ U'=0
8,8 =+2Q v V+ V' =0
Solution is then
1. T,=—2P/t,.
Ty= —2(B7.2)/(=0.824) - - o o o e e e e e e e e .. 414,09
2. U,=+2Q/us,. ‘
U, = +2(86.3)/(0.894) - - - _ — o e e e 104.6
3. V,=—2P/v,. -
V= = 2(B7.2)/(—=0.824) - - - - o o e e e e e 4149
4. 8= +20Q/s,.
8= +2(36.8)/(0.694) - - - i eceieceeceaeoo.. 104.6
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(b) Stresses in stays transmitting torque forces from station No. 2 to station No. 3.
The values of [, a, b, P, and @ are the same as in the first panel.

1. T,=—2Pft;
Ty=—2(87.2)/(—0.836) - - e ee e em oo 40000
2. U +2Q fu,
-[-2(363)/(0731)-------_-_-----_______--____--_-__---_-_------____-__--- 99. 3
3. V =—‘7P/'vY
V=—2(67‘7)/(—0336)--__-_---_-_-_----_-__-__-_-____-_,---,--___-_-______ 400. 0
4. 8,= +2Q/s,
:5 —+2(363)/(0731) ROV PIPRIUUPR | | A

Ezample 15.—Given the data for figure 25, as below, solve for the tensions in the stay wires;

L=1451bs.; m=60in.; n=50in.; p=99.8in. ¢=94.21in.; d= 0 012 8q. in.; B=0.012 sq.
in.; E=30, 000 000.

L=145 lbs.; m=60in.; n=>50 in.

p=99.8 in.; ¢=94.2 n.

A=0.012 sq. in.; B=0.012 sq. in.; E=30,000,000.

DATA.

. SOLUTION.
By formulas in figure 25:
P =LAmg/(Am*¢*[p+ Bn*p*/q)
P =[145(0.012)60(94.2)2]/[(0.012) (60)2(94.2)%/99.8 + 0.012(50%) (99.8)%/94.2] = 132.1 lbs.
Q = LBnp*/(Am?*¢*/p + Bn*p*/q)

=145(0.012)50(99.8)%/[constant] ! = 123.6 lbs.

PROBLEMS IN PART III
Airplane Body Siresses.

Ezample 1.—An elevator bearing a uniform pressure of 20 pounds per square foot has the
dimensions and structural form shown in figure 87. Find the moment about the hinge and
the stresses in stays and the control wires; also the hinge reactions.

(A) MOMENT ABOUT HINGE.

The moment about the hinge is equal to the product of the area, the uniform pressure,
and the distance from the hinge axis to the centroid.
Given A =11 square feet.; P =20 pounds per square foot.
Distance to centroid =15 in.
Then moment=11(20)15=3,300 inch-pounds.
(B) TENSION IN CONTROL WIRE.

The control wire pull times its distance from the hinge axis is equal to the moinent in
(@) above.
Tension in control wire =3,300/7.75 =425.8 pounds.
(C) TENSION IN STAY WIRES.

The vertical reactions of the stays are approximately equal to one-half the total load
on the elevator. Consider the stays as attached to a flexible rib, forming a continuous beam
on three supports.

Then by table in figure 13, given A X P =220 pounds.; 4/l=1.

wl=220/4 =55 pounds.

R, Ps 0.375(55) =20.62 pounds.
R,=1.25(55) =68.75 pounds.
Check B,+R,+R,=110 pounds.

1 Use denominstor as found directly above.
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From these reactions may. be found the tensions in the stay wires by a treatment similar
to that used to find the tensions in aileron stays. (See example 10, Pt. II.)

(D) HINGE REACTIONS.

The vertical hinge reactions may be considered as due to a uniformly loaded beam sup-
ported at three points and bearing one-half the total load on the elevator. The reactions are
approximately equal to those found in (c¢) above. To the middle reaction must be added
the vertical reaction of the mast, which is equal to the total vertical reactions of the stays, or
one-half the total load on the elevator plus the vertical component of the control wire pull.

Control wire pull. '

Given R =425.80 pounds.; z="17.25 inches; r=42.75 inches.
Then component of control wire pull
Z=Rz/r=425.80(7.75)/42.75 =72.21 pounds.

Hinge reactions

R,=20.62
R,=68.75+110+72.21 =250. 96
B,=20.62.

Ezxample 2—Find the vertical components of the pin reactions of the front and rearbeams
of the stabilizer or horizontal fin, figure 37, due to a uniformly distributed pressure of 20 pounds
per square foot and the hinge reactions of example 1.

(A) TOTAL LOAD EQUALS THE UNIT PRESSURE TIMES THE AREA.

Given, B =28.70 square feet; P =20 pounds per square foot
Then, total load =28.70 (20) =574 pounds.

(B) DISTRIBUTION OF LOADING ON RIBS AND BEAMS.

The ribs may be considered as beams supported at two points (the position of front and rear
beams, see m and n in figure 37). Approximately 0.75 W and 0.25 W is carried by the front and
rear beams, respectively.

Front beam, 0.750(574) =430.50 pounds,
Rear beam, 0.250(574) =143.50 pounds.

(C) PIN REACTIONS DUE TO THE LOAD ON THE FRONT BEAM,

Consider as a continuous beam supported at three points and having both ends overhanging.
By table in figure 13 W=wl=430.50/2=215.20

b/1=28/50 = 0.56
Then _ R,=0.822 W=177.11

R,=0.35¢ W= 76.28

R,=0.822 W=177.11

Sum =430.50
(D) P]:'N REACTIONS ON REAR BEAM.,
Consider the rear beam as a continuous beam supported at the stern post and two stays.
By figure 13, given W=wl=143.50/2=71.75
b/l= 28/56 = 0.50
Then R,=0.927(71.75) =67.23
R,=0.126(71.75) = 9.04
R,=0.937(71.75) =67.23

Sum. =143.50
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The total vertical hinge reactions of the rudders found in example 1 must be added to the
reactions R, and R,. The true pin reactions of the rear beam of the horizontal stabilizer then
become:

R, =67.23—-202.20=359.43
R,= 9.04—0 = 9.04
R, =07.23—-292.20=359.43

Sum =727.90
The sum of all the vertical reactions of the stabilizer minus the vertical components of the
stay wire pulls should equal the total load on stabilizer and elevator.

Reactions of front beam =430.50
Reactions of rear beamm =727.90

Surm, 1,158.40
Minus vertical compo-
nents of stay wires, 144.42

1,013.98
Again, Total load on stabilizer =574 pounds.
Load on left elevator =220 pounds.
Load on right elevator =220 pounds.

1,014

Ezample 3.—A rudder and vertical stabilizer bearing a uniform pressure of 20 pounds per
square foot has the dimensions and structural form shown in figure 37; find the transverse loads
on the upper and lower trussings of the fuselage in figure 36 and the applied couple about the

normal axis of its various sections.
1. GENERAL DATA.

Centroid.
Member. Area.
LE. 13,
B30 (Lo 1 o R 12.00 -17 T 19
StDIEZET .« c e eee e ciiree i it ar e aca i isna e troreanas 3.80 13 10
Rudderand st a)d 1265 .ot iiiviiee et e cme e ciie et cr s raaanan 15. 80 -9 17
Length of stern post, 12 inches.

17 is the distance (positive upward) from axis of upper longeron and z is the Gistancu (positive forward) from axis of stern post.
2, WIND FORCE.
Onrudder =PA=(20) (12) =240 pounds.
On stabilizer = PA = (20) (3.80) = 76 pounds.

Total, 316 pounds.
3. TRANSVERSE LOADS ON HORIZONTAL TRUSSING AND COUPLES AT VARIOUS SECTIONS.
The total load at the centroid of the rudder and stabilizer may be replaced by an equal load
at the center of the stern post and an equivalent couple.

Then, ’
(e¢) Load at center of stern post=2316"pounds.

(5) Couple in vertical plane of stern post 316 (17 +6) =7,268 pounds per sq. in.
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(¢) The couples at the various sections may be convemently arranged in the following
table (See fig. 36 for dimensions of members.)

: I Transverse - fot Torque L~
Station No, . U Toad. Eeeentriclty.l | oouple).
316 23 7,268
316 24.5 7,742
316 2 8,216
316 27.7 , 75
316 29.6 9,35¢
316 3L35 ) 954
316 33 i 10, 439

Computations for stresses due to the applied couples alone are given in example 12,
1 Vertical distance of load above axis of sections.

Ezample 4.—Compute the normal lift on the tail skid from the data given in ﬁgure 29.
Given W=1,890 lbs.; a=19.13 ins.; {=205.8 ins.
L= Wa/l
=1,890(19.13)/205.8
=175.6 1bs.

Ezample 561.—Given [=60,544 1b. —ft.%, 7,=16 ft./sec.?, §,=8 ft./sec.?, @=0.1 rad./sec.? in
figure 31 and the dimensions of a machine, find the resultant live load on the tail skid.

Given M =1,890 1bs. j-=16 ft./sec.? F=1.59 ft.
I=60,5441b.—ft>  ,=8 ft./sec.? 7=2.91 ft.
a=0.1 rad./sec.? 8=8°37
p=17.14 ft. g=232 ft./sec.?

Then, by figure 31,

Py={Mj,T—1s§+g cos B.E]+1ea}/p. _
= {1890[8(1.59) — 16(2.91) +32(,998) (1.59)] + 60,544 (.1)}/17.14.
P,=2,221 poundals, or 69.4 pounds of force.

Ezample 6.—From the data in figure 29 compute the normal load at the wheels of the
undercarriage; also the stresses in the struts and stays and their factors of safety,

1, LOAD ON WHEELS,
Load carried by each wheel=857.2

2, STRESSES IN STRUTS AND STAYS (ANALYTICAL).

Applying formula 24 to the triangles 4, B, ('in figure 29, we have—
(@) For component in plane of front trussing,
P =R sin ofsin v
=857 sin (68°23')/s1n (76°14")
=820.5"

In a similar manner the stresses are found.

(0) For component in plane of rear trussing. .. ... .. ... ... ______.._....... 511.0
(¢) For tension in front stay . - - -« o oo oo o oo B10.7
(d) For compression in the front strut. . ... . . .. ... _.__.._... 1807.1
(e) For tension in rear Sty - - - - - - oo oo i i eeeciemacecceeceeeaa. 8017
(f) For compression inrearstrut. ... ... .. ... .. _...._.._.... 7789

3. STRESSES IN STRUTS AND STAYS (GRAPHICAL).

The graphical solutions are shown in figure 29. Figure 29 shows the lift components in
planes of front and rear trussings, both being in a plane normal to axle. From these components
the stresses in the front and rear struts and stays are found by simple graphics as shown.

1 Solved by using absolute F. P. §, units, 2 Total weight of machine minus load on tail skid and weights of wheels and axlé,
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1. FACTORS OF SAFETY.

The factors of safety are found by dividing the standard strength in pounds hy the load in
pounds. ‘ :
The table below gives the complete data and results.

O — = =

Stress in

. . Standerd| Section | Moment | Length 1 Load in | pounds | Factor

Member, Material. strength.] area. |[ofinertia,ininches.! pounds -peﬁ%uare of safely.
ch.

front..; SPruce............ 5,600 j.ceceiee.- 0.418 33.3 1,307 4.2
B GIICUIITLL L PLLE e i:% ....... SO0 e it 55.7 719 2.5
ron gble. covecciiitf 4700 | I8 [ceeanceriifonennnnas — 7.5
BEOFS. e cuenrsnan e s vear...|...do.. G700 | org [T ~az | 15.5

1 Inches in dismeter.

Example 7.—Find the stresses in the undercarriage trussing of the seaplane in figure 30,
due to a lift of 600 pounds, applied at a point one-third the distance from the front to the rear
strut attachments. .

The resultant force is resolved along three axes, passing through its point of application;
the X axis, which in the present case may be conveniently taken parallel to the line of the
fore-and-aft lower pin connections of the trussing to the pontoon; the Y and Z axes normal
thereto. The stresses in the trussings are then determined separately for each component
and then algebraically added. :

1. STRESSES DUE TO THE Z COMPONENT.

The Z component in the present problem acts in a vertical plane through the fore-and-aft
pin connections of the trussing.! This vertical load is resolved, as shown in figure 30, into com-
ponents in the planes of the fore-and-aft side struts and fore-and-aft stays, both components
being in the YZ plane. From each of these components the stresses in the stays and struts
may be found as shown. The component in the plane of the stays causes a drag in the strut
plane, which must be determined before solving for the strut plane stresses. These drag forves
(see forces (169) and (24) in diagram for true plane of struts, figzure 30) are caused by the
tension in the stays. Figure 30 (A4) shows the resolution of lift on vertical plane (Y'Z); B,
the diagram for the lengths and distances in true plane of stays with the graphical solution
for stresses and strut reactions; (¢), diagram for true plane of struts and graphical solution
for stresses in struts.

2. STRESSES DUE TO THE X AND Y COMPONENTS.

The stresses in the struts and stays due to X, Y components of the applied load on the
pontoon are in general solved by a method similar to I.

Example 8—An airplane weighing 3,000 pounds with wheels 2 feet in diameter and 6 fect
apart rests with one wheel 10 inches lower than the other. Find the added bending moment
on the axle, assuming each wheel to carry one-half the entire weight.

By section: 23
Given W=3,000 lbs. ="7°54" BR=12 ins.
By formula:
M=1/2TWER Sin «

=1/2 (3000) 12 (0.1388)
=208 ft.lbs. Ans.
Example 9.—Find the stresses in the struts, stays, and longerons of the rear segment of

the fuselage due to a uniform pressure of 20 pounds per square foot upon the horizontal tail
pieces; also those due to gravitational loads alone.

11n case the Z component is not in a vertical plane through the pin connecticn;, an equivalent foree and couple must ke considered.

EERET I WL o
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I. STRESSES DUE TO AIR FORCE ONLY.

1. GENERAL DATA.

=3.00; m,=0; 5=19.00; p=12.00; p,=22.48; p,=19.24; p,=b

=3.00; m,=0; ¢=20.50; ¢=15.00; ¢,=25.40; ¢,=20.72; ¢gz=c¢
—350 ms—O d=24.00; r=18.00; r,=30.00; r,=24.26; r,=d

=3.87; m,=0; ¢=26.00; s=21.50; §,=33.74; sz=96.29; 8;=¢
n—375 mg=0; =29.00; £=25.37; ,=238.53; £,=29.24; f,=f

=3,19; mg=0; ¢=30.87; 4 =29.12; u,=42.44; u,=31.08; us;=g
: V= 3932,

@=>507 on each truss. (See example 2 part IL.)

2. ANALYTICAL SOLUTION.
By formulas of figure 32:
UPPER LONGERON STRESSES.

Pl =0 o i imaceimeicece e e e 0.00

The formulas of figure 32 apply to all cases and may be reduced to simple forms, for cases
of parallel or horizontal longerons, by cancellation. Always rewrite the formulas before
solving.

Q”’=G’-b/q

=B07(19)/15 o e i e e e e e en 1642, 19
R =@F®O+c)/r

= 507104 20.5)/18 - - e e e e e e e am e e 1,112.58
8" =G0b+c+d)s

=507(194+20.5+24)/21.50 . . . o - meemciaeeooooo- 1,407.41
T"=@G0+c+d+e)t

—-507(19+205+24+26)/2567-----------------------------_---------- 1,788.15
U"=@Gb+c+d+e+f)u

=507(19+20.5+24+26+429)/29.12 . o i ieiaaaa.. 2,062,80
V'"=@b+c+d+et+f+g)/v

=507(19+20.5+24+26+20+80.87)/32.832 . . .. eaiaano-. 2,343.40

LOWER LONGERON STRESSES.
P =p2Q”'/b

=10, 24(B42.19)/19 - - - - - e e e e emeeeeeeeeeeeeen. 650,30
QII=Q2RIII/G
=20.72(1,112.58)/20.5 - - - - - - - e e e e e e e e 1,124, 52
R =r8""/d ‘
= 24.26(1,497.41)/24 . i e eieeeieeeeeeeeo-. 1,518.63
S”=82T'”/6
= 26.20(1,788.15)/26 - - - - o e et eee oo 1,808.10
Tll=t2UI/l/j‘
=29.24(2,062.80)/29 - e - - - - o e et e e ee e - 2,079.88
UII=,u,2V/f//g
—31.08(2,348.40)/80.87 - _ - - - - - e e e 2. 2,358.96

STAY STRESSES.

=p,[G—P'"n/p,}/ (q—mny)

=22.48[507 — 650. 30(3)/19. 241/ (15 —=8) + - v oo oo e e e e eaoe. T5O.84
Q' =[G — Q' "1y 3}/ (r—ny)

—25.40[507 —1,124.52(3)/20.72]/(18 =8) - -« w ae e oo eeeeeee. 582.82
R/ =1[G—R'"ny/r,]/s(—ns)

—30[507 — 1,513.63(3.5)/24.26]/ (21.50 =3.5) - - - - - e e e eeeieieeon.. 481,05

1 Solved two decimal places for comparing methods of solution, Use slide rule for engineering results.
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8 =5 [@—8"n,/s,]/ ¢ — n,)

=33. 74[507 — 1,808.10(3.87)/26.29]/(25. 375 — 8. 87) . - . oo e e

T’ =14[G— T""ne/t,)f (0 — 1)

=38. 53[507 —2,079.88(3.75)/29. 24)/(29.12 —8.75) _ - - . oot o e
U =[G — U'ngfu,lf (v —ng)
=42, 44]507 —2,358.96(3.81)/31.08]/(32.32—3.18). . . . . _ .. ... _. c e n

P=@

=807 o e e e e e e mmmeaae S mmemaeoL

Q=P’(Q"“n1)/P1

=759.84(15—8)/22. 48 . . L s

B=Q'(r—ny/q

=582.82(18—3)/25.40 - - e

S=R'(s—n,)/q,

=481.05(21.50 —8.5)/80 - - o oo e

T=8'(t—n,)/s,

=377.41(25.375—38.875)/83. T4 . e

U= T"(u—ng )/t

=36.467(29.12—3.75)/388.53 .. . _. ... _.__.

V=U (@—nglu,

=386.SO(32.32—3.18)/42.44--__-_____________--___.'--__________-_-______

STRUT STRESSES.

3. GRAPHICAL SOLUTION.

The graphical solution is given in figure 35 II.

II. STRESSES DUE TO GRAVITATIONAL LOADS ONLY,

n,=3.00; b=19.00;
n,=3.00; ¢=20.50;
1, =3.50; d=24.00;
n,=3.87; e=26.00;
n=3.75; f=29.00;
ne=3.18; ¢=230.87;
7, =2.93;  h=41.56;
#=30.00; H=10.00;

I=9.00;

1. GENERAL DATA.

p=12.00; p,=22.48;
¢=15.00; ¢, =25.40;
r=18.00; 7, =30.00;
§=21.50; 8, =388.74;
$=25.37; t,=238.58;
©=29,12; 1, =42.44;
v=32.31; v, =52.64;
w=234.75
J=7.50;

K=8.00;

p,=19.24;
g,=20.72;
ry,=24.26;
8, =26.29;
t,=20.24;
1, =31.08;
v, =41.66;

L=8.50;

377.41
364. 67
386. S0
507. 00
405. 60
344.18
288. 63
240. 49
240. 16
2(65. 43

Pa =b

Qs =

ry=d

SS =e

ts=

Uy =g

vy=Ph

=100

In the case of loads G, H, I, J, K, L, M, etc., on a long truss it is convenient to find their
moments about diflerent sections before substituting in the equation.
The use of the table below can be readily seen when substituting in the equations of

figure 32.
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Problems in Part ITI,

- -
Sum of distances, Moment.

DistanceX G=30
b .00

btc+d-tetS
bdetd+-et+f4g e
b+c+d+e+f+.47+h ................................................... 190,93

DistanceX H=10
20500
445.00
705.00
995.00

1,803.75
1,719.85

DistanceXI=9
218.00

988, 87
1,362.87

sttancexK—
...................................................................... 29.00
2 2 O 59.87 | 479 00
2 SN 101. 42 811.36
' D1stancex L=8.50
G meane e etaaaenetenstacsaaessesserannaattenrenae anataeseanannann 20.87
Y Y e teeseeremneamac e seetencaacteteanenrrarnraaranrannnny (2043 615 65
' DistanceX M=100
Beee e mraneanaceentenen raaaaoeaeraaneenaannaasoaaananeeerannns 41.56 4,156.00
2. ANALYTICAL SOLUTION.
UPPER LONGERON STRESSES.
Pl =0 e e e e e mm e cmem e mmmanam e ———— 0.00

Q'”=Gb/g .
=870 18 e e e e e cm e amaccmmeameeneneee  88.00
R =[G +c)+ H(c)]/r ' -
= 1,185 4+ 2051/18 - - - e o e e e e e e e e TT.22
8" =[Gl +c+d)+H(c+d)+ Id)/s .
=[1,005+445+218]/21.50 - - - o e e e e e mmem e mm e e 119,84
T =[GO+c+d+e)+Hic+d+e)+Id+e)+Jelft
=2,685+705+450+195]1/25.87 - oo e e e e e e e e e e e nn . 159.00
U"=[Gb+c+d+e+f)+H(e+d+e+f+)+etelju .
=[3,555+995+711+412.50+232]/29.12 e e mec e em e cdmecccmcceameae e aaea 202,75
V" =[Gb+c+d+e+f+g)+Hle+d+e+f+g+)+ete]w
- =[4,481.25+1,303.75 +988.87 +644.06 + 479 +262.43]/32.81 - . . ool aa.__ 252.51
W =[G@h+c+d+e+f+g+h)+etelw : '
, =[5,727.90+1,719.35 +1,362.87 +955.72 + 84.36 + 615.65, +4,156.00]/34.75. ... _._ 409. 00
P _pr///b
=10.24(88)/19 - - o o e e et e cmmecmemcm e mamaoa-. 38.48
Q —QRI”/C ) .
-2072(7722)]20.5-_----------_-_----------._u----------------,------------ 78.04
R"=7’3S”'/d
_ =24.26(119.34)/84 . - . .o e e e e e e e cmmmmemiaecmemenaeeeeno 120.68
.S”=82T”'/6
=26.29(159.00)/26 - - _ - - < e e e e e e e e am o amne - 180.00

1 Bee data table above.

LOWER LONGERON STRESSES.
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T =t, U’”/f.

=20.24 (202.75)/29 . o e e e e e e e e e mm . 204,42
'[TII=,M2'I]III/9..

=31.08-(252.51)/80.875 _ _ . .. el ecccccmae oo 254,18

STAY STRESSES.

P’ =p, [G—P'"n/p,)/(g—ny).

=22.48 [30—38.48(3)/19.24)/ (15— 3)-_-__--_-__________---_____-___________- 44. 96
Q' =q, [G+H—Q' "ny/q,]) (r—ny).

=25.40 [40—78.04(3)/20.72]/(18—8) - . - oo e memacemmeae -~ 48.61

R =r [G+H+I—RB"n,fr]/(s—n,).

—30[40—1‘70.6-)(35)/24:'76]/(21aO 35)__-__-__-__--_-_-_--_-_-....__-_____-- 52. 66
Sf=s, [G+H+IT+J—S8"n,/s,]{t—n,).

=33.74 [56.50— 16000(387)/2629]/(25.37—3.87)_--___--------------------,__ 51.66
T =t [G+ H+I+J+ E— T ngft,]f (u—n;).

=3%.53 [64.50—204.42(3.75)/20.24)/(29.12—8.75) . . - oo iiieeee.... b8.14

=u, [G+H+T+J+ K+ L— U'ngu]/ (v —mn,).

=42.44 [73—254.18(3.18)/31.8]/(832.31 —8.18) . . . .- o e eiemeea-.. 69.33

STRUT STRESSES.

P=aG.

=0 o e e o o e e e e e e e e e et et e e e e 30,00
@=H+P' (g—n)/p,.

=103+44.96(15—-3)/22.48 . . . o e cemme e 34,00
R=I+ Ql(r"nz)/g.'l-_ ’

=9+48.61(18—3)/25.40-_-----____-_-__---___--_-.-____--_-_---___-_____-_. 37.71

=J+R (s—ny)r. - .

—750+(5266) (21.50— 3a)/30---------__-----____--_-_----_-_--_--____--_ 39. 09
T=K+8" t—n,)/s,.

=8.00-+5166(25.37—8.87)/83.74 . . e ea - 4091
U=L+T" (u—mns)t,.

=8.50+50.65(29.12—3.75)/38.53 . oo i eicnacccamacocao-. 41.85

IIf. GRAPHICAL SOLUTION.
The graphical solution is shown in figure 35.

1V. REFERENCE TABLE FOR STRESSES IN LONGERONS.

Longeron siresses.

Symbol.
¥ Stay Strut

Upper. | Lower. | grecees. | stresses.

OIS0 o i

5.
3.
52.
51.

. -1-!‘:':0

Ezample 10—Find the stresses in the struts, stays, and longerons of the vertical trussing of

the front segment of the fuselage shown in figure 35, due to gravitational loads.

1. GENERAL DATA.

b=19.00; m;=6.12; «,=7.50; p=10; p,=24.92; p,=20.43; p,=19.96;
c=19.50; m,=1.87; n,=5.50; ¢=23.62; ¢,=32.10; ¢,=20.26; ¢;=19.59;
d=13.66; r=230.94; 75 =13.67;

G=165; H=11.
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II. ANALYTICAL SOLUTION.
Solution similar to that in example 9.

IIi. RESULTS.

. Longeron stresses.
Symbol. 8t St
ay rut
Upper. Lower: | sirgwes. | stresses.
0.0 142.5 1742 165.0
133.3 220.5 130.5 108.9
b2 2 2 T R PR PO

Erample 11.—From the data in the problems above find the stresses and factors of safety
for the principal members of the fuselage for a steady circular flight around a level curve of 200
feet radius at 80 miles per hour.

The stresses in the front and rear sections of the fuselage may be found from the gravity
stresses for steady level flight in figure 36 by multiplying by a simple ratio. For a velocity of
80 miles per hour and 200 feet radius, formula —, the resultant loading is 2.133 times the gravity
loading.

Tl%e table below refers to figure 35, and gives the resultant stresses and factors of safety.

Standard | Stress for [ Stress for
. Symbol. strength, | steady [80M/EHR 200 Fa"ft%r of
pounds. flight. |feet RAD.| Salety.

- T 15,000 (1514 PP
. 71 —151

Ezample 12.—Find the stresses in the rear segment of the fuselage due to the torsional loads
of example 3. :
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1. GENERAL DATA.

Tuble for applied torgues as found in example 3.

' Btation. 1 2 3 - 4 '8 1] T

l TOrgUe.eersverncnerarmnnnn- 7,208 7,742 8,26 8,753 9,354 9,954 10,459

Table for length of panels, struts, and stays.

l Length of panels. Length of siruts. Length of stays.

Station. Length. Station. Upper. gide. Station. Upper. Side.

30.87
41.60

Table for lengths of struts and stays in the transverse trussing at the different stations.

. Upper Side
Station. stlr',gt 1 strut. Diagonal,

7.76 15.00 .84

1 See fig. 34.

Computation tables for direction cosine.

i Left side stays.
Symbol. . Direction cosines.
3 X Y Z
8x1 Syl 81

27,42 20.5 3.10 18 —0.748 —-0.113 —0. 657
32.3 24 2.4 21.5 — 743 — 074 — .666
36.3 26 1.4 25.4 —~ .71 - 038 -~ 699
41.1 29 1.0 20.1 — 708 —_ 4 — 708
4.7 30.9 .6 32.3 - .00l - .03 - 733
50.1 |+ 4L8 0 34.8 — .81 —0.000 | - .605

I Upper stays.

i =

Symbol. Direction cosines.
1 X Y Z
tx ty =

I 23.42 20.5 10.9 V] —0.884 —0.470 0

1 29.0 24 16.7 4] — .828 — .57 0
82.7 26 19.9° 0 ¥85 - 0
36.6 29 22.4 0 — .792 — .612 0
38.8 30.9 23.G )] — .60S 0

i} 41.6 240 0 — .87 — .500 -0

1 The-direction cosines are found from the projections along X, Y, Z and the true lengths of the struts, stays, ete. The signs are given from
obse;vaticn in fig, 34.
nches.
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Computation tables for direction cosine—Continued.

Right side stays.

Symbol. Direction cosines.
1 X Y Z
: Uz By Us
25.5 20. 5 3.10 15 -0, éOtL +0.121 -+0. 588
29.9 24 2.40 18 — .802 -+ . 080 + .602
33.7 26 1.4 21.5 771 + 041 + .638
38.6 29 1.0 25.4 — .751 + .026 + .658
4.5 30.9 .6 29.1 —.728 +.014 + .685
52.6 41.6 0 32.3 - .791 +0 + .614
Lower stays.
Symbol. Direction cosines.
1 X Y A
Vx Ty A
23.3 20.5 10.9 3.0 —0.880 -+0.468 -0.129
29.1 24.0 16.7 3.4 — .825 + 574 - .17
32.8 26.0 19.9 3.9 -~ 792 + .607 —.118
36.7 29.0 22.4 3.7 - .790 + .612 —.101
38.9 30.9 23.6 3.2 — 794 4 .608 — .082
43.9 41,6 24.0 2.3 — .948 + .546 ~ .052
Upper longerons, left.
Symbol. Direction cosines.
']
1 X Y Z
Sy’ sy S
20. 5 3.10 0 +0.986 +0. 149 0
24 2.4 0 + .997 <+ .099 0
26 1.4 0 + .998 4 .053 0
29 1.0 Q + .999 + .034 0
30.9 .6 ¢ | -+1.000 4 .019 0
41.6 0 0 -+1.000 +0 0
Upper longerons, right.
Bymbol Direction cosines,
1 X Y / -
tx! ty! ta!
20.8 20.5 3.10 1] -+0.986 -0.149 0
24.1 24 2.4 0 + .997 — .099 0
26.0 26 1.4 0 + .998 — .053 0
28.1 29 1.0 0 + .999 — .034 0
30.9 30.9 .6 0 +1.000 =~ .019 0
41.6 41.6 0 0. +1.000 0 0
Lower longerons, left.
Symbol. - -Direction cosines.
1 X Y /1
' uy’ uy '
20.9 20.5 3.10 3.0 +0.981 —0.149 +0.143
24.2 24 2.4 3.4 + .592 — .099 + .140
26,1 26 1.4 3.8 + .094 - .053 * + . 146
29.2 29 1.0 3.7 + .999 — .034 4+ .126
30.9 30.9 .6 3.2 +1.00 — .019 -+ .103 |
41.6 41.6 0 2.0 +1.00 0.000 + .048
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Computation tables for direction cosine—Continued.

Lower longerons, right.

Symbol. ’ Direction cosines.

v vy '

oo

—-0.981 | —0.14g —0.143

. . 8.1 3.0
s | ™ 2.4 3¢ | —loem ) —o | —l1a0
261 | 28 L4 3.9 | —.00¢ ! 03 | —.189
29.2 29 LQ 3.7 — 099 - .034 — 126
30.9 | 30,9 .6 32 | —voo | —.om | - 108
.6 41.6 Q 2.0 —1.00 0.000 — 048

II. SOLUTION.
FOR TORQUE OF 7,742 INCHES-POUNDS AT STATION NO. 2.

Given torque="7,742 ins.-lbs.; [=8.44 ins.; b=15 ins.; ¢="7.74 ins.

Then by figure 34:
R=torque/4!
=T, T42/4 (8.44) L« et e c e oo 229,32 bs.
P=Rbf21
=229.82(15)/2(8.44) - . - - o e 208,77
@ =Ra/2l
=220.32 (7.75)/2(8.44) _ _ 1. L o i iidiiciaia-a-- 105,28

Substituting these values in formulas of figure 34:
8pS +8,/8' +t,T+¢/T"+2 P=0 —0.1138+0.1438' - 0.4707—0.149 7" +2(203.77) =0 (1}

LT4+8' T4+ u, U+u U,—2Q =0 +0+0.58%3 U+0.1430U'—2(105.28) =0 2
wy O+u, U +o, Vo'V —2P=0 +0.121 U—-0.149 7" + 0.468 V+0.149 F' —2(203.77} = 0 (3)
v, V+0,' V+8,S+s,/8+2Q=0 —0.120V40.143 V" —0.6575 + 0+ 2(105.28) =0 (4)
8, 8+s" 81=0 —0.7488+0.9868'=0; 8'=0.7598 - yo)
t, T+t T'=0 —0.8847+0.986 7" =0; 7"=0.807T {6)
Uy U+u,' U =0 —0.804 U+0.9810" =0; U’ =0.819U ' )]
v, V4w, V=0 —0.880V+0.981V'=0; V’'=0.807V (8)
Substituting values of 8/, T¥, U’, V' from equations 5, 6, 7,8, in equations 1, 2,3,4 we find—
S§=320.7.
TI'=675.0.
T=208.7.
V=678.0.
Again by equations 5, 6, 7, S— _
S’=243.6.
T' =605.5.
U =243.9.

T =608.2.

In a similar manner the stresses may be determined for stations 3, 4, etc. The table below

gives these results for the given torsion loads.

‘ Stations. 8 | T | g l v s l T l pogg i v I

[ p 675.0 208.7 678.0 243.6 605. 5 243.9 I 608. 2

| 426.1 311.5 427.5 249.2 35£.0 251.8 ; 3358

| 350.0 268.1 360 206. 8 286. 9 208.1 286.9

i 337.0 240.7 337 181.0 267.2 181.2 266. 6

‘ 338.0 218.8 339 148.9 269.0 150.3 269. 1
4£17.3 238.2 382 185. 4 361.8 188. 4 362.1
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FIG, 1.—Contour maps of pressure on top and bottom. surfaces of typical aerofoil (model . A. I. 6, aspeci]ratio 6 to 1, air at standard density).
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FIG. 2.—Pressure distribution on median section of R. A. F. 6 aerofoil of 1 to 6 aspect ratlo at 30 feet per second, airat
standard density.
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Fi¢:. 3.—Pressure distribution on typleal aerofoll with hinged rear margin. (Model R. A. F. 6, aspect ratle 1 to 6, standard afr
density, speed 19 m. p. h.}
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FIG. 4—Lift, drag, and center of pressure for typical aerfoil at various cross sections and angles of incidence. (R. A. F. 6, 6 to 1 aspect ratio, 30 feet per second air speed.)
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FIG. 5.—Values of the natural angleof bunk o degrees, eentrifugal furee F, and whole foree P perpendicular to the wings, for an
alrplane In steady elrcular flight around a level curve of radius R feet. F and P expressed as a fraction of the whole wefght W,

—; e —

fpléggt i Re=100 fost. R=200 feet. R=300 feet, R=400feet. | R=500feel. R=600 feef. R=800 feel.
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FIG. 6.—Tension in airplane fabric in terms
of pressure, hulge, and rib spacing.

]
a

t=Datf144(8c).

r Tension ¢ in pounds per linear inch 1'01'f virious air pressures, p pounds per square
oob.

Depth of bulge ¢, inches. ) -
p=5. p=8. i p=10. p=I156. | p=20. | p=25. | p=§0. ! D=100.
. I -
For rib spacing a=12 inches; t=p/8c.
6.25 "10.00 12.50 18.75 25.00 3L.25 62. 50 125.00
3.12 5.00 6.25 9.37 12.50 15.62 31.26 62. §0
2.08 3.33 4.16 6.25 8.33 10.41 20. 83 41.66
1.56 2.50 3.12) ~ 4.68 6.25 7.81 15.62 3L.25
1.9 2.00 2.50 875 5.0 | 6.25| 12.50 25.00
For rib spacing a=13 inches; i=.1465 p/e.
7.82 11.72 |, 14.85 22.00 29.30 36.60 78.25 146. 50
3.66 5.86 7.32 11.00 14.65 18.30 36. 62 73.25
2.44 3,811 4.88 7.33 9.76 12.20 24.41 48.80
1.83 2.98 3.68 5.50 7.821 9.15 18.31 36. 60
1.46 2.34 2,93 l 4.40 5.86 , 7.32 14.65 29,30
For rib spacing a=14 inches; {=.1701 p/e. |
8.50 l 13.681 l 17.01 25. 51 l 34.02 42,52 E 85.05 170. 10
4,95 8.8 8.5 12.75 1 17.01 21.26 1 42.52 85. 00
2.83 4.53 5.67 8.50 | 11.34 14,17 } 28.35 56.70
2.12 \ 3.40 4.25 6.37 8.50 10.63 , 21.26 42,52
L7, 272 [ 3.40 5.10 I 6.80 8.50 ' 17.01 34.00
1
Taor rib spacing 8= 15 inches; t=.1953 ple.
1
9.76 , 15.62 19.53 20,29 39.06 48,82 | 97.65 195.3
4,88 7.81 8.78 14.604 19,53 24,41 43.82 07.6
3.25 5.20 6. 51 9.76 13.02 18.27 | 32.55 6.1
2,44 . 8.90 4.88 7.32 0,76 12.20 . 24.41 48.8
1.95 I 3.12 3.90 5.85 7.81 9.76 l 16,53 39.0
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FIG. 7.~~Typical pressure distribution on. wing plane resolved
normal to chord.

FIG. 8,—Shear and moment on rib of a wing plane due to
loading normal to chord.'
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FIG, 9,—Shearing force and bending moment on wing 0 A
rib due to three concentrated loads approximately repre= FIG. 10.—Resolution of wing plane loads into wing spar
loads (pictured in sequence),

senting the loading normal to chord.



FIG. 11.-—Forms of the three-mnoment theorem.
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FIG. 12.—Application of the three=moment theorem to cases ofj
eccentrie hracing.
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FIG. 13.—Bending moments and reactions for a continuous heam FIG. 14.—Bending moments, shears, and reactions for a continuous beam supported at three points and

symmetrically supported. having one end overhanging. Uniformly loaded on each panel
P wt wi - A B 4]
DT T T T AT nxzzmasxnzazaifiidhaiissiinaniissann i NERENRRNIRRNNRIRE
- e 1 4 2 b M M. Kz
8 —v 1 2 .
i b ) 1
& Re B ! " = R ' R
1 2 8
»
Bending moments. . ... R}:x{l}:ll%= M3, Auxiliary symbols.. ...| 1=(Bh3+Cc?)/4—Aa2b/2; h=2(b+-c).
. N M= Aa%2
Shear left of pin. Shear right of pin. Pin reactions, Joint bending moments {M;= 1/b. /
Ui=Woeueaoaaaaanns Vi=(M;—M;)/b—wbi2.. Ri=w(412—h?)/8h, Shear left of pm Shear right of pin. Pin reactions.
Joint Shears and pin {U‘F A S o vy )y [
Us=Vetwh, Vi=(0—Ms)/a—waf2...... Ri=Ri.
. B Ur=8A....coucnmnnn Vi=(M>—M;)}/b—Bb/2.....| Ri=U1—V1.
Joint shears and pin {U§=v,+3b. Vi o e ReUs—Ve
Magnitude. . Position. Ua=Vag 00 e ccveee e ieaecaeas Rs=TUsz—o.
Maximum moments [[My=My—Vi3/2W...co.iiiinenimuaaa.a. Xa= —V;/w - ' Magnitude. Position.
between joints. Ma=Mo—V R 2W. e arneiaaaaaaaa.e Xog=—Vofw. .
Mximum  momonts |(My~i— Y. -o-o..ooooo .| Ti=—vuB.
B. M. curve, M = M+Vx+wa/2 . - between joints. M =M2-V-}/2C ..................... Xg=—V3C.
Gen. egs. for any panel |{Shear curve, V.=V
Elastie curve, y= —x[12M(1-x)+4V(1'-’~xl)+w(13—-\3)]/2«1 EL
B. M. curve, M= M+V*(+wx9/2
. Gen. eqs. for any panel [sShear curve, Vz= V-
R; and R as fractions of wl. Elaslic curve, y =-x[12M(1—-x)+4V(12—-x‘2) Fw(13—x3))/24 BI,
bl 1.0 0.9 0.8 0.7 0.6 - 0.5 0.4 0.3 NoTE.—For briefer analysis, let A, B, C=w, the uniform running load.
o .375 . 443 . 525 .627 .758 .937 1.20 1.638
Rz 1. 250 1. 114 950 .746 .484 .126 —.40 —1.276
l
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FIG. 16.—Bending moments, shears, and reactions for a continuous heam sup-
por]tled at lﬂve points and having one end overhanging. Uniformiy loaded on
each panel.

FIG. 15.—Bending moments, shears, and reactions for a continuous beam sup=
por‘tied. at tlour poinis and having one end overhanging. Uniformly loaded on
each panel.
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51 Rz Ry Ry
1 =(Bhs4-Ccd)/4— Aah/2; h=2(b--0). 1=(B13+4+Ce8 !--'bAaﬂ 2; h=2(b+e).
Auxiliary symbols... .. {m —(Cob+Dds ))//4 §m3) §+d)) Auxiliary symbols. . . .. {m —(CE-+Dd? )f g i=2{c+d),
e e e . =(Dde+ Ect)j4; j=2(d+e).
Joint hending moments {Mg— (li-—mc)[(hl—oi) {
i M= Toint bending moments| M:: H(l—d’ ~—e(jm—nd))/{h(i}—d®—e3j).
T i T Mp=(n—M; ad)j
fhear left of pin. Bhear right of pin. Pin reactions. : .
Shear left of pin. Shear right of pin, Pin reactions. -
VmBA (o ocieeerannn Vi { My—M)/b—Bb/2..... Ri=TUy—V1.
Joint shears and pin ||Us=Vi+Bb.........[ V= M.--Mg)[c—(‘clz - R Ug—Va. .
reactions, UgmVo+Co. oo aeeann Vi=(0—Mg)/d~Dd/2. Rs=U3—Vs U= A8 ereanan.a. Vi=(Mg—M;)/b—Bh/2.... | Ry=Th—V1.
Lo o v N Y. R PN Ryw=Tj—0, Joint shears and pin Us=V1+Bh.. | Vo=(Ma—Mag)Je—Co/2......| RemTs—Va.
reactions, o= Vo+Co. . J V= (M4—M; ld—DdI2 Ry=TU3—V,.
. Us=Vz+Dd.. .| Vem(o—Mg)/e—Eef2, s Ty—Va
Magnitnde. Position. O ) O O | Ry=TUs—o0. ;
= My— —- de. v Position,
Moximum moments ﬁll_%ﬂ_vggg: ---------- seireese %; —V;;CB' Magnitude. osition
between points. My'=Ma_Vay2D..... Ll Xy= —VyD.
M= \[1—-V1'I2:B. Xi=—Vi[B. «
Maximum moments ) Mg=Mg—V:2/20 Xe=—V3/C.
B. M. curve, My= M+Vx+wxﬂl2 between joints. k{::n%—ga:llgE %F'—%:ﬁn’
. 6qs, for any panel.|{ Shear curve, VymV.i- - gl=My—V{ - Ry=— d
Gen. eqs. for any p {Elasuc curv!e, ;—x [12M(1-—-*c)+4V(12—x2)+w(ll-—xi)]lzi EI
1 Gen 4 L BhM curve, %&,—‘1}1+V=+th/2
— ' 1y, the tmi . . egs. for anel. 1 Shear curve,
Nowe,—TFor briefer anslysis, lot A, B, Ce= v, the uniform running lox 6. for S0 PAReL | Elastio curve, = ~x[12M(1—x)+4V(13—30-+ w(ts—x8)j24 EI.

Nore.—For briefer analysis, let A, B ,Cm, the uniform running lead.,
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FIG. 17.—Shear and moment on upper and lower spars in
plane of front struts.

RUBHING ZOAD 1.370 LBS. PER IN.
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)

FIG. 19.—Comparison of distances to maximum defiection
and maximum bending moment for typical spar panel.
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FIG. 18.—Bending moments for a uniformly loaded contin-
uous beam with pin supports and stays attached aside
from strut axis.
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FIG. 20.~Concentrated loads on drag trussing in terms of pin

reactions R., and strut and stay resistance,
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I. BipraNE TRUSSING.

(a) For upper drag trussing—
1. Loads dué to fromt upper spar plus resistance of
front struts and stays.

G=r,+R; N.
H=r,-+R, N.
I=r;+R; N.
J=r,+R, N.

2. Loads due to rear upper spar plus resistance ! of rear
struts and stays.
@’=r,-+R, N,.
H’=ry+R, N,.
=r3+Ry N;.
J’=r,+R, N;.

‘Where ry, ry, 15, etc., equal one-half the air resistance of

- the struts and stays adjacent to the pins; N=w,/w,, the

ratio of the running load on front spar in plane of drag
trussing to the running load on front spar in plane of lift
trussing; N;=uw,fw,, the ratio of the running load on rear
spar, in plane of lift trussing to running load on rear spar
in plane of drag trussing;

(b) For lower drag trussing.—For concentrated loads
on lower drag trussing change the word upper into lower
in (a) above.

II. Axy TrussING.

The formulas above apply also to drag trussing in
monoplanes or multiplanes.

1 Consider the resistance as acting only in the plane of drag trussing.
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F1G. 21.~Concentrated loads on drag trussing in terms of
strut and stay resistance and running loads on spars.

N » [} -] 2 1

e L L
e itr'”:
Ly | [ ,
| S S
I
& B I J 1!

I. Brerane TrussINGg.

(a) For upper drag trussing.—
1. Loads due to the front upper spar plus one-half the
resistance of the front struts and stays.

G=r,+4a+Bz,

H=r,+B(b—2;)+Cx,
I=rg--C(e—zy)+Dy
J=ry+D(d—z5)+Ez,

. Loads due to the rear upper spar plus one-halt the
zeststance of the rear struts and stays.

G’'=r'\+ Aa+Bz,
H’=y,+B(b—z,)+Cx,
=13+ Cle—x)+ Dy
J=r/ +D(d—2;)+ Ex,

Where 7, 7,, 1y, 6tc., are the loads due to one-half the
air resistance® of the front struts and stays; r/, 1/, v,
ete., are the loads due to one-half the air resistance® of
the rear struts and stays; z;, @, etc., the distances to the
points of zero shear.

(b) For lower drag trussing.—Treatment similar to above.

1I. Axy TrussIvG.

The formulas above apply also to the drag trussing in
monoplanes or multiplanes.

FIG. 23.—Endwise stresses in terms of loads and size In
any monoplane wing truss. Analytical treatnrent.

N A

!
l
1
I
!
I

I

STAY STRESSES.

Pr=pG[k
¥=qH' 1h
s

SPAR STRESSES.

Pr=(b+ctd)G/h
Q' =(b+c+d)G/h+(c+dyHR
R/=(b+-c+d)G/h+(e+d) Hih+-dIfh

*Consider the resistance as acting only in the plane of the drag trussing.

FIG. 22.~Endwise stresses in & biplane siing truss with
parallel spars. Aunalytical treatinent.
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STRUT STRESSES.
P=g=¢’

—GHG/+ H=P4+G/'+H
R=GG/+HLH - [=Q+ IV
S=GA G LIy H/ 4 [+ T4 J=R L T4 J

STAY STRESSES.

P'=p(G+G")h=p(P+G Yh=pn,
Q'=¢(G+Q'+ - H ) h=g(Q-+ H")fh=qn,
R=r(@G+GQ/+H+H’+ I+ 1) h=r(R+ I} h=rn,

S/ =¢(G+G'-+- H+- H' + I4+- I+ J+ I )h=s(S+ J)fh=sn,

SPAR STRESSES.

Plr=(G+G bfh=b(P+G")[h=bn,
=[(GL+G)bFc) fe(HA+H Yk = P/4e(Q +4 )k
_])Il+m-
R/ ={(G+G/)(b-e-+d)(e+d) H+H)+d(I+ T
=Q/'+d(R+ D)= +4dn,
S"”=[(G+G*)(b+c+d+e)+(c+d+-e) H+ Iy tete. Yh
=R/ +e(S4 J)fh=R"+en,

FIG. 24.—Three=component resolution of stay tension,

I. GENERAL UASE.

Rir=X[z=Yly=Z/z

11, deEClaL Casks.

(a) For cabane stays,
R=rX|z

(b) For cross diagonal,
R=rX/z



ATRPLANE STRESS ANATLYSIS. :

FI1G. 25.—Endwise stresses in terms of loads and size in a multiplane wing truss.
Analytical treatment,

L

=~

ds"/ N X

GENERAL THEORY.

Let L be the total lift on 2 multiplane stru{, as shown,
P, @, tensions in the stays p, g,
dp, dg, stretches of the lengths p, g, for vertical strain dz of truss,
m, n, strut lengths between joints,
A, B, E, cross sectional areas of stays and modulus of elasticity.
Then L=Pm/p+Qn/g+ete., for more planes, if any,
P=AEdp/p, '
R=ete,, for more planes, if any.
de=qdg/n=pdpfm=etc., for more planes, if any.
P/Q=Amg?/Bnp?, Q/R=etc., for more planes, if any.

FOR A TRIPLANE.

P=LAmg*/(Am*q?*/p+Br2p?(q).
Q=LBnp*/(Am?g*[p+ Bn2p*/y).

FOR A QUADRUPLANE.
P=L Ams*|( Am?2[p-+Bn2p[g3+C o%p?/r).

Q=LBnp*/(Bn*p*[q+ Co’p?q*[r+ Am*¢[p).
R=LCog?/(Co?q®/r+Am?g**[p*+ Bn?r¥/q).

Note.—In a similar way the equation for any multiplane may be written.
Having thus obtained the strut and stay stresses in a multiplane, the spar stresses follow by ordinary statics.



FIG, 26.—Endwise stresses in a monoplane wing truss. Graphical
treatment.
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FIG. 27.—Endwise stresses in a biplane wing truss with parallel spars.

Graphleal treatment.l
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ATRPLANE STRESS ANALYSIS. 65

FIG. 29.—Graphical analysis for airplane undercarriage.
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FIG.

30.—Graphical analysis for seaplane undercarriage,
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FIG. 32.—Endwise siresses in body trussing with

FIG. 31.—Gravitational plus dynamical load on skid and axle. stxilits v:_’!rtica;‘a.nd loads concentrated. Amnalyti~
cal treatmen
Y I
R® = f » 18
) q L NG ‘__—hl i
Qy ] R P
myy -
m?, __________ '
“’x e f e R v Q' ] I G
- -r Tegi e—— d L‘ [ {2 b —=
'y
; UPPER LONGERON STRESSES.
S P70
3 " Q ) N QIII= 93*(G —I—G’)b /cq
, il 8 ___ R = (G4 Y(b+-0)-+(H+I)eldr
i S By T 87=sl(@Q+G)0+cHd)H(HA B ) et d)+(I+-I)d)jes
LOWER LONGERON STRESSES.
Hlyhacost) P/ =p,cQ' by,
Py=M[+jZ—(jy+geoss-z)+Lel/p Q" =g, dR""|er,
Qy= M(j,+geosB)—DLy R =r,e87"ds,
P =aP, N 8§77 =8, fT"" [et,
Qx::be .

STAY STRESSES.

P =p[(G+G")—~P"n\[py—P"'m,[ D3]/ (g—n1)
Q=@ [(@+G +H+H')—Q Ny g2 — Q""" my/ g5 )/ (1 —7z)

‘Where M is mass of craft less wheels and axle,
Jx» Jy are component accelerations of M parallel to X, ¥;

I, «, are the angular inertia and acceleration about the axis o; B = (GG - H /- TL Ty — R, i .
z, ¥ are the coordinates of craft centroid referred to o; nlGHG AT H 4T "alra A

7 ’ i 7 g 7 Q7 Q7. .
p is the distance from skid contact to axle. S =l GHE LB T T4 I7) =8 maf oy =87 5,1/ (0=a)
Note.—If 7, 7/ be the simultaneous vertical accelerations at points on the longi- STRUT STRESSES.
tudinal axis ! units apart, then e=(j—j")/I. . P=G
Q=H--P/(q—ny);pr+P" 'm0 [ps —~ Q""" myfg5
R=I+Q/ (r—~ng)/qy+ Q" Mo/ g3 — B/ "" s
S=J+R (s—n3)fr,-+R""'myfrs—8"""m,/s;

*g3, T2, ebC., D1, G, 11, ebe., Tepresent the lengths of the menibers whose stresses are Q'"', R", ete., P', @', R', etc., respeciively. Interchange m’s and n’s in Fig. 2.
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¥XG, 33—Siresses in twisted pyramidal truss, trlangular type.

b

P=torque/]

General casc.—Applied couples in plane of truss base. Use notation similar to that
of figure 34.
Then ,8-+s,"8'-t, Tty T4, U1,/ U'=0
8.8+, 8 Tt T A, Ut U =0
(8.8 +5,/8 ¢+, T+, Tat-(aty U-buy’ U)o Pla-t-e)=0
Also 8,848 =0
tTH1 Tr=0
w, Utuy! U'==
Special casr 1.—Right prismutic truss.
8=t/ =ul=1; 8/, t, uy, 8, 1, 4,/=0; 1,=0
Special cuse 2.—Pyramidal wedge truss.
If =0, ihe wire U can he dropped.
Nore.—When some edges are normal to the baves, some oblique, u-e ihe more
general equalions.

FIG. 34.—Stresses In twisted pyramidal truss, rectangular type.

L=

By

L.
\e
Dy ————n
o

R=tlorqueft; P=Rbj21; Q=1Nuj2l

General case.~—Applied couples in plane of truss bave.
Denote stay trusses by 8, T, U, V; longeron streszes by 8/, T, U/, V7.
Dendte stay direciion corines by &, 8y, 857 by, by, Igt Ux, Uyy Uyl Txo Ty, Vg
Denote longeron cosines by the same letiers primed.
Then s,848/84t; Tt/ TV4-2P=0; Alro §:5+4-5,78'=0
1y Tt TV a0, U U7 4-2Q=0; It T'=0
ty Uy’ U/ vy V4o V/42P=0; 1w Udu’ U'=0
v, V4, V/t-e,846,/8+2Q=0; v VA Vel
Speeial case 1.—Right prismatic truss.
87 4, uy, o=, sy/, tyl, uy, vy, 87, !y gy 1 =05 st v=0
Spceial case 2. —Pyramidal wedge truss.
1f a=0, then Q=0, and the wires S, U can be dropped.
Nore.—When scme edges are normal to the bases, some oblique, use the mrre
general equations.

89

*SOILNVNOHAY O TALIIWINOO XUOSIACY TYNOILVAN ILHOJIIY TVOANNY



FIG. 35.

I

ANALYS3IS FOR STEADY LEVEL FLIGHT

I FUSCLAGE WITH VERTICAL AIR LOAD (F) DUE To 20 LBS PER 5@ FT ON
HORIZONTAL TAIL SURFACE

I FUSELAGE WITH VERTICAL GRAVITY LOADS IN STCADY FLIGHT TAIL AR
FORCES OMITTED

i 1l n P r t v
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D
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1M UPPER TRUSSING OF FUSCLAGE WITH PART OF TRANSVERSE AR LOAD (@)
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ATRPLANE STRESS ANATLYSIS,

FIG. 37.—Specifications for typical tuil unit,
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FIG. 3¢.—~Specifications for typical wing rib.
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FIG. 33.—Specifiations for typical aileron and connections.
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FIG. 40.—Specifications for typical biplane wing trussing.
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FI1G. 41.~Wing loads and spar loads.

FIG. 42.—~Endwise stresses in body trussing with struts vertical
and loads concentirated. Graphical freatment.
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